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Quantum information in which spin is used as a source of non-classical computation and
communication, attracts considerable interest. A long spin coherence (T2) are required
toward quantum processing. In addition, small spectral diffusion of single photon for
realization of quantum cryptography and building quantum network is needed.
The nitrogen-vacancy center (NV) in diamond have long T2 (up to several milliseconds
at room temperature) and become single-photon emitter. Now a days, optically induced
charge state interconversion on NV significantly extend T2 of proximal nuclear spin
owing to hyperfine interaction is weaken by motion narrowing. Theory predicts that T2
exceeding 1min with preventing heating of diamond due to high laser power excitation.
This demonstration show potential of charge state and its non-optical control for spin
properties of the NV center. Despite optical illumination is essential for NV to initialize
and readout spin, optically induced charge state interconversion causes error in quantum
control and spectral diffusion in emitted single photons.
In this study, charge state of single NV centers are deterministically controlled by
non-optical method. Charge state of single NVs formed in the intrinsic layer of p-i-
n diode are modulated by current injection. Transition rate and its dependence on
current is revealed. Recent controllable direction of charge state is limited; however this
non-optical charge state control on spin-active negatively charged state (NV−) open the
new way to spin related experiments. This study also realize purely populated charge
state on the single NVs in phosphorus doped n-type diamond. Charge state is perfectly
stabilized into NV− state even under optical illumination (1 µW, 593 nm). After NV−
charge state is disturbed by strong laser excitation, state recovered to NV− state under
dark condition. This result pave the way to the single spin manipulation in high efficiency
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arb. units arbitrary units
B boron
C carbon
cps count per second
CVD chemical vapor deposition
cw continuous wave
∆IPL difference in PL intensity
EL electroluminescence
ESR electron spin resonance
fluor. fluorescence, fluorescent
γ total rate (inverse of a time constant of transition)
γ−0 ionization (from NV− to NV0) rate
γ0− recombination/recharge (from NV0 to NV−) rate












NMR nuclear magnetic resonance
NV nitrogen-vacancy center
NV0 neutral charge state of nitrogen-vacancy center
NV− negatively charged state of nitrogen-vacancy center
ODMR optically detected magnetic resonance
p population probability of charge-state
p(0) population probability of charge-state at initial state
p− population probability of NV− charge state
p0 population probability of NV0 charge state




P excitation laser power
FAM fluorescence averaging measurement
PL photoluminescence
ppb part per billion (1 ppb = 1.76× 1014 cm−3 for diamond)




SCM single-shot charge-state measurement
tdark dark time
τ time constant (inverse of a rate of transition)
τ two photon delay, pulse length
τL lifetime of carriers
VF forward bias voltage
VR reverse bias voltage
ZFS zero-field splitting
ZPL zero-phonon line
T1 longitudinal spin relaxation time
T2 transverse spin relaxation time
T ∗2 inverse inhomogeneous broadening; decay constant of FID
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1. Introduction
Qubit Spin, quantum nature of subatomic particles and photons, enhance computa-
tional power for particular tasks as “qubit (quantum bit)”, a source of non-classical
processing [1–4]. As for communication, flying qubits (e.g. photons) are able to securely
transfer quantum states to outside the system assured by fundamental laws of physics
[5, 6]. With respect to sensing of small magnet, electron qubit has a potential to sense
the faint magnetic moment of a single electronic or nuclear spin [7]. Imaging nuclear
magnetism on the nanometer scale would allow to researchers to have new knowledge
for chemical materials and dynamics in the living cells.
Since proposal of quantum computation [8], qubits have been realized on various
physical systems; linear optical circuits [9, 10], trapped atoms [11, 12], nuclear magnetic
resonance (NMR) [13–15], quantum dots [16, 17], and superconductors [18–20]. For
those platforms of qubits, protecting qubits from decoherence is a matter of concern.
Coherence of qubits can be destroying or decaying to interact with thermal environment.
Trapped atoms and ions show coherence time as long as minutes; however they require
complex systems for laser cooling and high vacuum. For other systems, ensembles of
electronic and nuclear spins mark a long coherence time in bulk electron spin resonance
(ESR) and NMR. However, individual preparation and addressing of spins are chal-
lenging. Therefore, achievement of long coherence time on the system which has high
accessibility and scalability is common task for quantum physics.
The nitrogen-vacancy center in diamond The quantum system studied in this
work is one of the point defects in diamond, the nitrogen-vacancy center (NV). A
substitutional nitrogen atom next to a carbon vacancy form this structure in the diamond
lattice. The NV has well-isolated electron and nuclear spins which can be readout via
optical fluorescence. They record spin coherence time as long as 1.8ms even under room
temperature [21]. Strong emission of single photons by optical excitation supports high
accessibility. However, longer coherence time and stability of photon energy is crucial
in order to perform complex quantum gate operations and two-photon interference to
connect among NVs [22].
This study focused on the charge state of the NV to improve versatility of qubits in
the solid-state. Charge state is a different state of the NV in terms of the number of
electrons reside in a single one. The most exploited one is negatively charged one (NV−)
which has 6 electrons in its structure. The second well-known state is neutral charge
state (NV0) which has 5 electrons. Charge state is strongly related to spin and photon of
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the NV. One of the novel recent development in the charge-state is extended coherence
time of proximal nuclear spin over 1 s using charge-state switching [23]. Charge state
interconversion induces by strong laser illumination weaken hyperfine interaction among
electron and nuclear. Such high power laser increase temperature of diamond and it
causes decoherence on spin. Thus, first motivation is non-optical, electrical control of
charge state, which has a potential to extend nuclear spin coherence time over 1min
owing to the prediction [23] and higher efficiency of charge state conversion via electron-
electron interaction. Present works of non-optical control of charge state [24–27] lack
quantitative information of switching speed and fidelity of control. These parameters
are essential for applications of charge state. Thus investigation on non-optical method
pave the way to extract potential of the NV.
Another interest in this study is stabilization of charge state to improve spin control
efficiency and stability of photon energy. Spin initialization and readout via optical
fluorescence is only available on NV− charge state to date; however charge state inter-
conversion, reduces the fidelity of spin operation [28] and causes unsuitability of photon
energy (position of zero-phonon line (ZPL)) [29], is inevitable during optical illumi-
nation. Present works on stabilization of NV− is performed by means of destructive
measurement of charge state [27, 30–33]. Thus charge state population is not available
and deterministic control is not achieved.
Thesis outline The non-optical controls of charge state are performed by using a p-i-n
diamond diode and on phosphorus-doped n-type diamond layers. In both experiments,
charge states of NVs are measured non-destructively. As for p-i-n diode, single NVs are
formed in the i-layer and hole carriers are injected into them. Recombination of electron
and hole carriers occurs at the NVs, then NV− is ionize to NV0, deterministically. This
study gives the operation speed and show high efficiency of operation using electrical
method. For stabilization of charge state, single NVs are formed in phosphorus doped
n-type diamond layers. Thermally activated electrons from phosphorus donors stabilize
NV− charge state under dark condition. Under laser excitation (1 µW, 593 nm), photon
emission from purely populated NV− is detected.
This thesis consists of following chapters exclude the introduction and appendices.
Chapter 2 explains properties of diamond and the NV. Chapter 3 introduce experimental
setup (confocal microscope) and how to measure charge state and shortly explain spin
resonance measurements. Chapter 4 shows experimental results and discussions of charge
state control by using p-i-n diode. Chapter 5 exhibits purely populated NV− charge
state achieved on n-type diamond layers and discuss population of NV− under arbitrary
illumination power.
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2. Single nitrogen-vacancy center in
diamond
This chapter focused on the first of all to diamond as a host material of defects, second
to the charge state and related phenomenon on the NV, third to the spin and optical
properties of the nitrogen-vacancy center (NV). At last of chapter explains the exper-
imental setup for fluorescence and charge-state detection of the individual single NVs,
and shortly introduces spin resonance measurements.
2.1. Diamond
Lattice structure of diamond has highly symmetry and tight bounding. It is resulting ex-
treme properties in the various aspect of applications. Due to the rigidity of the diamond
lattice and the small carbon mass, the Debye temperature is unusually large (2220K)
[34]. As a result the phonon density is low and the electron-phonon coupling is small
even under ambient conditions. This extend transverse spin relaxation time (T2) of NV
to 1.8ms under room temperature experiments [21]. In naturally, diamonds are formed
in the very deep from the surface of the earth. Almost such bare diamonds contains sig-
nificant amount of impurities, nitrogen or boron. These contains are used to classify the
types of diamond which is mentioned in the section 2.1.1. Diamond has excellent phys-
ical and electrical properties, e.g. high conductivity of carriers (660–4500 cm2V−1 s−1),
and high breakdown voltage (10–20MVcm−1) [35]. However, relatively small dielectric
constant (5.7) compared with other semiconductors (e.g. silicon: 11.8, SiC: 9.6, GaN: 9)
results large ionization energy of donors and acceptors1 (see figure 2.2).
All of diamond samples used in this studies are fabricated by the microwave plasma-
enhanced chemical vapor deposition (CVD) technique. This technique uses reaction of
methane (CH4) and hydrogen (H2) in plasma at low pressure (∼0.06–0.1 atm). Growth
of diamond layer proceed on diamond substrate (typically commercially available) with
temperature of ∼800–900 ◦C. The n- and p-type diamond layers can also be fabricated
by the same technique to use impurities gas. Diborane (B2H6) and phosphine (PH3)
are used for p- and n-type layers synthesis, respectively. Details of sample synthesis are
individually described in each section.
1Bonding energy of electron of impurities is inversely proportional to the square of dielectric constant
[36].
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2. Single nitrogen-vacancy center in diamond
Table 2.1.: Types of diamond regarding their impurities and their aggregations.
type N content feature [N] in ppm
Ia high aggregated N (N pairs or 4N + V) < 3000
Ib high isolated single N < 500
IIa low very low N content < ∼1
IIb low boron content < ∼1
Figure 2.1.: Picture of a CVD synthesized diamond. This diamond contains large amount of
nitrogen atoms (type Ib) which assume a color of yellow.
2.1.1. Categorization
Diamond is classified into 2 types, type I and type II, regarding their nitrogen impurities
[37]. Type I diamond contains nitrogen atoms as its most abundant impurities. Almost
all natural diamonds are classified into type I. Type II diamond contains few amount
of nitrogen atoms. Type I diamonds are divided into types Ia and Ib, regarding their
aggregation of nitrogen atoms. Type Ia diamonds contain aggregated nitrogen impurities
which consist of pairs of nitrogen atoms2 or are made up of four nitrogen atoms around
a vacancy.3 In type Ib, nitrogen atoms is isolated. Type II diamonds are divided
into types IIa and IIb. Type IIa diamond contains few number of nitrogen or boron
impurities. Type IIb diamonds contain boron impurities. It is thought that boron atoms
are isolated and replace carbon in the diamond lattice. Type IIb diamonds are showing
electrical conductivity due to boron impurities. Classifications and impurities content is
summarized in table 2.1. Impurity in diamond assume various colors in diamond. For
example, large amount of nitrogen atoms assume a yellow color in diamond (figure 2.1).






ED = 0.57 eV
EG = 5.47 eV
Boron EA = 0.37 eV
2.58 eV
NV(−/0)
Nitrogen (P1) 1.7 eV
Figure 2.2.: Energy level diagram of various dopants in the bandgap of diamond. The
ground state of NV− is labeled with NV(−/0). Energy levels of phosphorus, nitrogen, and NV are
displayed with respect to conduction band minimum (C.B.). Energy level of boron is depicted with
respect to valence band maximum (V.B.).
2.1.2. The n- and p-type diamond
This study use n- and p-type diamond to control charge-state of the NV. Figure 2.2 is
an energy level diagram of nitrogen, phosphorus donors, and ground state of negatively
charged state of nitrogen-vacancy center (NV−) (labeled NV(−/0)) in diamond. The
charge state of defects in diamond depends on the position of the Fermi level which
are determined by the energy level of impurities and extra energy levels at the outside
of the bulk. When the Fermi level positions above the energy level of defects, defects
are charged. Energy level of impurities also determines the conduction properties of
diamond as regarding the number of electron and hole carriers. Nitrogen donors (P1
center) attribute to conduction and free electrons in diamond. However, only few number
of electrons are excited due to its deep donor level (ED = 1.7 eV [39]).
Phosphorus is shallower donor than nitrogen atoms in diamond (ED = 0.57 eV). Nev-
ertheless phosphorus is deep-lying compared with in silicon (in silicon, ionization energy
= 0.045 eV), but phosphorus-doped diamond shows properties of n-type semiconductor.
Concentration of phosphorus is controlled by the concentration ratio of phosphine and
methane ([PH3]/[CH4]) in the gas phase during CVD synthesis. Phosphorus incorpo-
ration in (111) diamond has been controlled between 5× 1017 and 2× 1020 cm−3 [40].
Incorporation for (001) direction is two orders of magnitude smaller than that on (111)
direction (between 5× 1017 and 8× 1018 cm−3). Thus heavily doping on (001) direction
has been a challenging task. The (111) direction is a direction to easily incorporate not
only phosphorus but also other atoms, e.g. nitrogen. Thus (001) orientation is preferred
to reduce unwanted defects creations.
2This type of aggregation is called type IaA.
3This type of aggregation is called type IaB.
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2. Single nitrogen-vacancy center in diamond
The electron concentration, n, in n-type semiconductor can be obtained as follows
[41, 42]:
n (n+NA)















where NA and ND are concentrations of acceptor and donor atoms, respectively. NC is a
density of state of the conduction band, m∗e = 1.81m0 is the electron effective mass [43],
where m0 is a free electron mass, gd = 2 is a degeneration of the donor level in diamond,
and h is a Planck constant.
For diamond, boron atom acts as acceptor. Boron can be found in natural diamond
classified as type IIb (see table 2.1). In the same way as electron concentration, the hole
concentration, p, in the p-type semiconductor can be written as follows [44]:
p (p+ND)















where NV is a density of state of the valence band, m∗h = 0.74m0 is the hole effective
mass [45], ga = 4 (or 6 at high temperature) is a degeneration of the acceptor level in
diamond [46].
The overestimated value of electron concentration is derived from equation (2.1) for
n-type diamond compared with experimental results. To obtain a more comprehensive
understanding of the electrical conduction properties, the effect of carrier compensation
should be taken into account. The compensation ration η is given by NA/ND, in which
phosphorus-doped diamond has been several percent in (111) and approximately 50%
in (001) diamond. For example, Stenger et al. reported η of 0.11 in (111) diamond with
[P] = 1.7× 1018 cm−3 [41]. At room temperature, compensation dominantly affect to
the carrier concentration. However to date, compensating centers have not yet been
identified in phosphorus-doped diamond.
The reported value of activation energies of phosphorus and boron are listed up in
tables 2.2 and 2.3. The activation energy of boron is well established, approximately
EA = 0.37 eV. For phosphorus, activation energy depends on measurement methods
and its concentration. In this study the concentration of phosphorus in n-type layers




Table 2.2.: Activation energy of phosphorus donors (ED) in diamond films.
ED (eV) [P] (cm−3) measurement
0.43 [48] 2.5× 1019 Hall effect measurement
0.46 [49] 2.5× 1019 Hall effect measurement
0.53 [50] n/a (cf. [PH3] ' 1019) impedance spectra
0.56 [51] 1019–1020 photocurrent spectroscopy
0.57 [47] 7× 1016 Hall effect measurement
0.58 [52] PH3/CH4: 1–10% Hall effect measurement
0.60 [45] n/a infrared absorption spectroscopy
0.63 [53] 1018–1019 cathodoluminescence spectra
Table 2.3.: Activation energy of boron acceptors (EA) in diamond.
EA (eV) [B] (cm−3) measurement
0.3680± 0.0015 [54] n/a (natural diamond) Hall effect measurement
0.368 [55] 1018–1019 four-point probe measurement
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2. Single nitrogen-vacancy center in diamond
Figure 2.3.: Crystallographic structure of the NV in the diamond lattice. An unit cell of the
diamond contains an NV. The substitutional nitrogen atom is labeled with “N” and the atomic
vacancy is marked with “V”. The dark gray spheres are carbon atoms, marked with “C”.
Table 2.4.: Possible charge states of the NV.
state # electrons zero-phonon line ground state spin ref.
NV+ 4 optically inactive ? [58–60]
NV0 5 575 nm S = 1/2 [61–64]
NV− 6 637 nm S = 1 [65–68]
NV2− 7 optically inactive ? [59, 69]
2.2. The nitrogen-vacancy center
The NV is a point defect in diamond consists of a substitutional nitrogen atom and an
adjacent vacancy site. The structure of NV in diamond lattice is depicted in figure 2.3.
The NVs are naturally formed in diamond layers during CVD growth by incorporation
of nitrogen atoms as impurities in a chamber [56]. Incorporated nitrogen does not
form NV as-is, high temperature is needed to make NVs in diamond. The temperature
condition of CVD is suitable for NV generation. The NV can also be formed by the
ion implantation of nitrogen atoms and annealing [57]. The ion implantation generate
vacancy during the process ions are injected in the bulk diamond. During annealing
(several hours at ∼600 ◦C) the vacancies migrate to nitrogen site and form NV.
2.2.1. Charge state
The possible charge states of the NV are listed up in the table 2.4. The charge transition
level for NV+ and NV2− are stated in reference [70]. The position of ground state of NV−
and NV0 are reported as 2.94 eV [71] and 1.2 eV [72] below the conduction band. This
section only focused on NV− and NV0 charge states and discuss interconversion among
20























Figure 2.4.: Schematic picture and time trace of the charge state interconversion a, Charge
state conversion process under optical illumination for the negatively charged (NV−) and neutral
charge (NV0) state of a NV. 1, NV− is excited by the first photon and 2, the second photon excites
an electron into the conduction band (C.B.) thus NV turned into NV0 (two-photon process). 3,
within the neutral state, the first photon excite NV0 and the second photon excites an electron
from the lower energy level. 4, finally an electron migrates from valence band (V.B.) to the NV.
Consequently the charge state turns back to NV−. b, Time trace of fluorescence of a single NV
under the weak (1 µW) orange laser (593 nm) excitation, in intrinsic (undoped) diamond. Bursts
of photons are observed along with the stochastic charge state interconversion. Average lifetime of
NV0 and NV− are 3.27 and 0.644 s, respectively in the measurement.
them under optical illumination. Nitrogen-vacancy complex has 5 electrons in itself,
and an extra electron from outside of the structure is needed to form negatively charge
state, NV−. An electron might comes from a donor defects (e.g. substitutional nitrogen
centers [73, 74]) or by two-photon conversion from NV0 to NV−. Figure 2.4a is process of
the charge conversions for negative and neutral states of NV under optical illumination
[29, 71]. The details are described in the figure caption. Generally used green laser
(532 nm) can excite ground state electron of both NV0 and NV− thus charge state can
easily transit among them (see ZPL in table 2.4). However orange laser (593 nm) hardly
excite ground state of NV0 because ZPL and absorption is higher than wavelength of
593 nm. Thus weak excitation by orange laser becomes charge state transition very slow
then it can be recorded as transition of photoluminescence/fluorescence intensity (IPL)
in time trace. Figure 2.4b is a time trace of fluorescence of single NV under orange
laser excitation with 1 µW. Using optical filter at 645–675 nm can selectively detect the
fluorescence of NV− charge state. The fluorescence of NV− appears as highly photon
counts and NV0 is detected as lower counts. From this measurement, ionization (from
NV− to NV0) rate (γ−0) and recombination/recharge (from NV0 to NV−) rate (γ0−) can
be derived as follows:
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Laser power P (µW)
a b
Figure 2.5.: Laser power dependence of charge state transition. a, Ionization (ion.) and
recombination (recomb.) rates quadratically depend on illumination power P of orange laser. The
solid carves are parabola fits (f(P ) = aP + bP 2). b, Laser power dependence of NV− population









where τNV− and τNV0 are average lifetime of NV
− and NV0, respectively. From fig-
ure 2.4b, ionization and recombination rates are, γ−0 = 1/τNV− = 1/0.664 = 1.51 s
−1
and γ0− = 1/τNV0 = 1/3.27 = 0.306 s
−1, respectively. Figure 2.5a is a laser power de-
pendence of these rates measured under orange laser illumination. These rates show
quadratic dependence to laser power because charge state transition process involve
two-photon absorption. From transition rates, population probability of NV− charge









because both ionization and recombination rates quadratically depend on the laser
power, population probability are constant to laser power is shown in figure 2.5b.
Equations (2.7) and (2.8) can only be adapted to state of the equilibrium. To consider
charge transition under non equilibrium state, simple two-level diagram of charge state
population (p− and p0) is introduced. In this model, two states are connected with γ−0
and γ0− (occurrence of transition in the unit time). Thus the charge state dynamics of
NV can be written by the following two first-order linear rate equations:
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where p−(t) and p0(t) are time dependent population probabilities of NV− and NV0,
respectively. Equation (2.9) can be solved to diagonalize A. Consequently matrix p(t)
can be written as follow with the population probability of charge-state at initial state



















exp {− (γ−0 + γ0−) t} .
(2.10)
The derivation of equation (2.10) is explained in appendix C.
The enough time after, p−(t) and p0(t) reach to population probability of charge-state
at a state of the equilibrium (peq− and p
eq


















here this equation shows that the equilibrium populations do not depend on their initial
states (p−(0) and p0(0)) only be determined by the ratio of transition rates. Equa-
tion (2.11) equals to equations (2.7) and (2.8). In addition, following important relation









(γ−0 + γ0−︸ ︷︷ ︸
γ
), (2.12)
this relation is used to extract one-directional, ionization and recombination rates from
averaged rate measurements when peq− and p
eq
0 are known in the system. Here γ =
γ−0 + γ0− is called as “total rate”.
2.2.2. Electronic and optical properties
NV−
Figures 2.6a-b are the electronic levels and level structures of the NV− within the
bandgap of diamond. The left side of figure 2.6a, a ground state occupation of 6 elec-
trons in 4 orbitals is displayed. The lowest state a
′
1 is lying in the valence band. This
state and the second lowest state (a1) are fully occupied in ground state. These states
have a symmetry of a1. The highest two states are degenerate into ex and ey orbitals of
e symmetry. The remaining electrons occupy the two e symmetry. Therefore electrons
form a triplet (S = 1). The right side of figure 2.6a is an excited state of the NV−.
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One electron are excited from a1 state to one of the e state. The exited state also form
triplet. Figure 2.6b is a level structure of NV− state. The spin state of ground (3A2)
and excited state (3E) are splitting by spin-spin interaction between unpaired electrons
under no magnetic field (Dgs ' 2.87GHz) [75]. Irradiated photons excite an electron
from the ground to corresponding vibrational mode (phonon sideband) of the excited
state is indicated by green arrows. When an electron is excited fromms = 0, the electron
decays to ms = 0 state of the excited state. Consequently it decays to the most likely
vibrational mode in the ground state. This vibrational mode contribute to the broaden-
ing of fluorescence spectra (phonon sideband). When an electron is in ms = ±1 state,
an electron is excited to the ms = ±1 state of the excited state. In this path the another
channel to the metastable state is available by inter system crossing (ISC), assisted by
spin-orbit interaction. A decaying to and from metastable state is non-radiative. In ad-
dition the transition at the inside of the metastable state have a fluorescence at infrared
wavelength (1042 nm [76]), but this wavelength is beyond the detectable region of detec-
tors. Thus fluorescence of this decay path is weaker than decay path from ms = 0. This
enable us to detect single spin state at the ground state of NV− via optical fluorescence.
The ZPL of this state is assigned to 637 nm [65, 77]. A spin Hamiltonian of NV− state
in the ground state is written as Htot = HS + HSI + HI [76]. Here HS is a term of an
interaction between two electrons, HSI is a hyperfine term with nitrogen spin (I = 1 for





x − S2y) + gsµB ~B · ~S
HSI = A‖SzIz + A⊥(SxIx + SyIy)
HI = PI
2
z − gIµN ~B · ~S,
(2.13)
the meanings and values of parameters appear in the Hamiltonian are listed up in ta-
ble 2.5. The most important factor for this study is zero-field splitting (ZFS) parameter,
Dgs ' 2.87GHz. Spin-spin interaction among two unpaired electrons splits ground state
spin without external magnetic field. Due to other factors, the energy level of the ground
state of NV− split by external magnetic field and proximal nuclear spins (hyperfine in-
teraction). Schematic illustration of splittings are shown in figure 2.6d. At the situation
that the nitrogen nuclear is surrounded by 13C, the hyperfine interaction strength varies
drastically (0–126MHz [78, 79]) depending on their position in the lattice.
NV0
Figure 2.6c is an energy structure of NV0 charge state [62, 64, 86]. The 5 electrons con-
figure doublet levels (S = 1/2) at ground (2E) and excited states (2A2). On the contrast
to NV−, magnetic resonance associated with these states of NV0 are not detectable. It
is believed that the absence of a NV0 ground state magnetic resonance to be due to the
presence of dynamic Jahn-Teller effect [62]. The electron spin resonance (ESR) studies
on the exited state reveals that quartet state (4A2) can be optically populated via decay-
24
2.2. The nitrogen-vacancy center
Table 2.5.: Experimental value of parameters in the ground-state Hamiltonian of negatively
charged state. Axial, transverse hyperfine interaction and quadrupole splitting are for 14N. Note
that 15N has no quadrupole moment.
coefficient description value ref.
Dgs axial ZFS parameter 2.87GHz [75]
E transverse ZFS parameter kHz – MHz [68, 80]
gs g-factor of electron spin 2.003 [81]
µB Bohr magneton 927.4× 10−26 JT−1 [82]
A‖ axial hyperfine constant −2.16MHz [83, 84]
A⊥ transverse hyperfine constant −2.7MHz [81]
P nuclear electric quadrupole parameter −4.95MHz [83, 84]
gI g-factor of nuclear spin 0.403 [81]
µN nuclear magneton 5.1× 10−27 JT−1 [85]
ing from 2A2 level [62, 87]. However, no optically detected magnetic resonance (ODMR)
or optical readout of the quartet spin state have been demonstrated to date. Further
evidence for mechanism of intersystem crossing between 2A2 and 4A2 levels are required.
The ZPL of this state is assigned to 575 nm [61, 64]. The ground state Hamiltonian
of NV0 is shown in references [28, 62, 64, 88]. The hyperfine interaction among NV0
and surrounding nucleus is different from that among NV− [28]. Thus nuclear rotation
operations for NV− is failed by charge state interconversion.
On the other hand, difference of hyperfine interaction is used to decouple the inter-
action among electron and nuclear spins. As for nuclear coupled with electron spin of
NV, hyperfine interaction caused decoherence in nuclear spin state. This decoherence is
suppressed via fast fluctuation (grater than hyperfine interaction) of charge state, cor-
responds to the fluctuation of spin states between S = 1/2 and S = 1. This process is
analogous to motional averaging in nuclear magnetic resonance (NMR) [23, 89–91].
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Figure 2.6.: Electronic structure of the NV. a, Electron configuration of NV− within the band
gap of diamond. Left and right are electronic ground and first excited state configuration re-
spectively. b, Level structure of NV−. Non-resonate optical excitation into the vibrational mode
(phonon sideband) is illustrated by green arrow. Excited electron decays non-radiatively to lower vi-
brational mode into each states (dashed arrow). Gray arrow is showing the non-radiative transition
assisted by intersystem crossing (ISC). At room temperature, fluorescence (red arrows) also ends
up in the corresponding vibration mode of phonon. The transition within metastable states (1A1
and 1E) has fluorescence at infrared region which is beyond the detection rage of silicon avalanche
photodiode (ADP). c, Level structure of NV0. No ODMR has been demonstrated to date in this
charge state. An optically dependent spin polarization of 4A2 is reported by ESR measurement but
optically readout of the quartet spin state are still missing. It is thought that spin-orbit mixing
between 2A2 and 4A2 levels are very small or a very different process to that which occurs in NV−.
d, Ground state splitting of NV− coupled with a 13C nuclear. Electron spin states split under zero
magnetic field with spin-spin (magnetic dipole), Zeeman, and hyperfine interaction (HF). A small
nuclear Zeeman splitting also exists.
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This chapter focused on the concept of several experiments on the NV. First explains the
common measurement setup for fluorescence detection of the NV in diamond. Second
explains single-shot charge-state measurement (SCM) and fluorescence averaging mea-
surement (FAM) to evaluate charge state dynamics of the NV. Finally, spin resonance
measurements are briefly introduced.
3.1. Basic experimental setup
The task of experiments is especially to seek single NVs in bulk diamond and perform
charge state measurement on a single NV. The core-technology of the requirements has
been developed in the fluorescence detection on single dye molecules [92]. The confocal
microscopic system has been used to address and manipulation of such molecules. In
this study, similar techniques are used to detect fluorescence from single NVs.
All of measurements in this study has been conducted by a home-build confocal mi-
croscope. It consists of a microwave radiation system for spin resonance and voltage
sources for charge state manipulations in the p-i-n diode. All measurements are con-
ducted under ambient condition. The key elements of a confocal microscope are shown
in figure 3.1a which contains excitation lasers, objective, a pinhole, two-avalanche pho-
todiodes (APDs), and optional elements. Configuration of an objective and a pinhole
are essential because they determine the optical resolution and signal intensity of the
microscope. A high-numerical aperture (NA) apochromatic objective is suitable for ef-
fective experiments. The NA is defined as NA = n sin θ, where n is refractive index of
a medium (here immersion oil) and θ is the half the open-angle of the light cone that
enter or exit the lens. NA determines a spot size of an image and substantially influences
the minimum optical slice thickness. A pinhole prevents detection of out-of-focus light
and its diameter decides a depth discrimination. In this study, a commercial-available
objective (Olympus UPLSAPO 100XO, magnification: 100x) which has NA of 1.4 with
immersion oil (noil = 1.518) had been used. The diameter of the pinhole is φ = 30 µm.














where λexc is excitation wavelength of the laser and noil is a refractive index of the immer-
sion medium. The ideal lateral and axial resolution would be 193 nm and 701 nm with
ideal pinhole size, however actual resolutions are limited by several factors especially the
incident beam size to the objective. The objective is mounted on a 3-axes piezoelectric-
nanopositioner which makes it enable to take tomographic fluorescence mappings of
a sample. acosto-optic modulators (AOMs) chop continuous wave (cw) laser to make
pulse shaped laser. Optical elements consist of a variable neutral density (ND) filters,
single mode optical fibers, polarizing beam splitter (PBS), and wave plates. The ND
filter modulate incident laser power. A single mode optical fiber makes clear circular-
polarized Gaussian-shaped beam. A PBS make a liner polarizing right and the direction
of polarization is rotated by a half-wave plate (HWP). A PBS also conducts reflection
right from the surface of the sample to a charge coupled device (CCD) camera in order
to observe the surface of a sample. Dichroic filters reflect excitation beam, however they
pass fluorescence right which is longer than excitation wavelength. A flipper is set after
pinhole which conducts fluorescence to a spectrometer and a cryogenic CCD camera.
The CCD camera is connected to a computer and it displays spectra of fluorescence.
The 645 or 675 nm-longpass filter (LPF) blocks fluorescence of neutral charge state of
nitrogen-vacancy center (NV0) and the remains are finally conducted to two APDs. Two
APDs are connected to a computer with delay electric cables (approximately 80 ns de-
lay) for coincident measurement of photons. Continuous-wave or pulsed microwave (mw)
or radio frequency (rf) wave for spin resonance experiments are generated by oscillator
and applied to samples with antenna made of a copper wire (cross-sectional diameter:
25 µm).
3.2. Basic measurement results
Figures 3.1b–d is a set of basic measurement results. A fluorescence mapping of single
NVs is a most basic measurement. Figure 3.1b is a raster scan image of an intrinsic
(undoped) diamond which contains single NVs. Green laser was used to take this image.
Single NVs are spotted as bright circles in the mapping. This figure has 300× 300 pixels
size and accumulation time is 3ms per pixel. Fluorescence from off-focused NVs are cut
by a confocal microscope (pin hole), make it enable to distinguish a single NV.
To identify NV as a single photon emitter, the second-order autocorrelation function
(g(2)(τ)) measurement had been performed. The g(2)(τ) is expressed as follow:
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where IPL (t) is photoluminescence intensity at time t and brackets indicate a time
average. A characteristic dip (g(2)(τ)(0) = 0) appears in coincident measurements of
photons by a pair of APDs. For a three-level system (e.g. , NV−), g(2)(τ) is written like
as follows [95, 96]:











This notation does not take into account background fluorescence. I modified equa-
tion (3.4) as follows to fit it into actual experiments:
















where Isat and Iback are the number of photons at t → ∞ and t = 0, respectively. Fig-
ure 3.1c is g(2)(τ) on a NV with different excitation powers of green laser. At high power
excitation, g(2)(τ) show bunching behavior (g(2)(τ) > 1) due to existence of metastable
state. This phenomenon can be used to distinguish charge state of NV, because NV0
does not show bunching at any excitation power, because of few possibility of decaying
to its 4A2 state [64]. Solid carves in the figure are the fitting by equation (3.5).
Figure 3.1d is a laser power dependence of IPL of a single NV in intrinsic diamond
under green laser excitation. IPL can be fitted with a function IPL = IPLsat×P/(P+Psat)
[97], here IPLsat is a saturation PL intensity, P is a excitation laser power, and Psat is
a P where IPL has a half value of IPLsat. By the fitting of the result, Psat = 471 µW
and IPLsat = 294 kcps is obtained. At that saturation of fluorescence, pumping in NV
is saturated and it is known that NV emits photons per every 11.6 ns at saturation [98,
99]. Therefore, the total photon collection efficiency (ηm) of the experimental setup can

































































Figure 3.1.: Experimental setup and basic measurements. a, The setup consists of a confocal
microscope with two lasers and a spin resonance system. Optional elements consist of a variable
neutral density (ND) filter, a single mode optical fiber, and polarizers. Longpass filter (LPF) mainly
passes photons from NV− then improve contrast of fluorescence during charge state measurements.
b, Raster scan image of single NVs in intrinsic (undoped) diamond. An image was taken by
green laser. Single NVs are resolved as high fluorescent spots. The resolution of this image is
300× 300 pixels and accumulation time is 3ms per pixel. Scale bar, 1 µm. An inset illustrate
a single NV structure and that symmetry axis of NV coincides with the 〈111〉 direction of the
diamond lattice. c, The second order autocorrelation measurement of photons from a single NV
with different excitation power of green laser. Bunching behavior is clearly seen in higher pumping
power. d, Excitation laser power (P ) dependence of PL intensity (IPL) on a single NV. Laser color
is green. Triangle points are bare fluorescence of NV which is obtained to subtract background
signals from total fluorescence.
30














1 µW, 30 ms
no operation
readout: 593 nm,






















100 µW, 20 ms
no operation
readout: 593 nm,




delay 1 ope. delay 2 readout
b
Figure 3.2.: Concept of the single-shot charge-state measurement. a, Typical sequence of
the measurement contains an initialization (init.), operations to the NV (ope.), and a readout.
Delay 1 (between init. and ope.) and delay 2 (between ope. and readout) are also parameters.
Usually sequences are repeated more than 1000 times. b, Measurement results on an NV in
intrinsic diamond with the initialization by green (532 nm) illumination. The population of the
charge state is calculated by the area of distributions (displayed as “A” in the graph). c, The NV−
population drastically decreased when the charge state is initialized by the orange (593 nm) laser.
The orange laser brings NV− to NV0 because it is hardly excite NV0 which necessary to turn back
charge state into NV− in the charge conversion process. All results are normalized their integral to
unity.
3.3. Charge state measurements
In this study charge-state population and transition rates are evaluated by means of
single-shot charge-state measurement (SCM) and fluorescence averaging measurement
(FAM). In both measurements charge state is detected as difference of photolumines-
cence/fluorescence intensity (IPL). By the filtering fluorescence from single NV at longer
than 645 or 675 nm, NV− shows higher IPL than that of NV0. Here the difference in
filtering wavelength have no special meanings.
The single-shot charge-state measurement
The SCM have been performed to obtain population probability of charge-state (p).
SCM measurements rely on that the charge state transition is drastically suppressed
under weak orange (593 nm) excitation and it enables us to count photon number non-
destructively. Figure 3.2a is a measurement sequence of this measurement. Generally
the SCM consists of an initialization, an operation, and a readout of photon counts
from an NV. Usually the initialization is irradiation of laser with arbitrary wavelength
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and power. It sets the charge states into several population probabilities. After the
initialization, the operation (i.e. optical illumination, voltage applying, etc.) to the NV
may change the charge state. The readout is irradiations of weak orange laser light
(P ≤ 1 µW) to nondestructively excite the NV and readout a number of emitted pho-
tons. The sequence is repeated 1000–2000 times usually. The charge state is detected
as the difference of a number of photons. The point is that the readout time length
should be shorter than the average life times of every charge state during the readout
excitation. From figure 2.4b, the average life time of NV0 and NV− are 3.27 and 0.644 s
during 1 µW of orange laser excitation, respectively. Therefore, the readout time length
should be shorter than 0.644 s at least to ensure nondestructive measurement. These
lifetime of intrinsic NV are almost same in the whole of measurement shown in this the-
sis. The photon statistic results with several initializations are shown in figures 3.2b,c.
These are histograms of a number of photons after initialization by green and orange
laser and readouts with 30ms laser irradiations (orange 1 µW). Peaks in the results are
fitted by Poisson distribution function. In the measurement without operations between
initialization and readout, results reflect charge state populations during initializations.
Two peaks in the each histograms are photon distributions from NV0 and NV−, respec-
tively, which correspond to IPL of each charge states in figure 2.4b. The populations are
determined from the area of each peaks.
The fluorescence averaging measurement
This measurement provides us time resolved dynamics of charge state. Averaging of
IPL reflects time evolution of charge state following equation (2.10). Figure 3.3a shows
a typical pulse sequence of this measurement. Averaging of IPL is performed during
readout with comparably high power of laser irradiations. Figure 3.3b is a readout with
green laser (P = 70 µW) after initialization by the same power of orange laser. Increase
of IPL correspond to increase of p−. The curve is fitted by an exponential function.
The inverse of time constant of transition equals to the total rate. Under green laser
illumination, transition rate is determined as γ = 1/γ = 0.130 µs−1. Figure 3.3c is a
readout with orange laser (P = 70 µW) after initialization by green laser. The decrease
of IPL means decrease of p− during orange laser illumination. Transition is 13 times
slower than that under green laser illumination.
Figure 3.4 is a total (fluor. increase) rate under various green laser excitation power.
This rate shows quadratic dependence to laser power. Usually the measurement sequence
are repeated 106–107 times to obtain a result.
3.4. Spin resonance measurements
In this study, few number of spin measurements were performed; however it is important
to explain spin measurements more or less to indicate how NV works as qubit system.
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Figure 3.3.: Concept of the fluorescence averaging measurement. a, Typical sequence of
the measurement. Averaging intensity of photoluminescence (IPL) reflects the time evolution of
the charge state during readout. b, A readout with green laser after initialization by orange laser.
Exponential increase of IPL corresponds to recombination (or recharge) of charge-state. The curve
is fitted by a function y = y0 +C exp (−γt), where γ = γ−0 + γ0− is total rate. Time constant of
transition (τ = 1/γ) is 7.68 µs in the measurement. c, IPL exponentially decrease during orange
laser excitation after initialized by green laser. This corresponds to that ionization of charge-state.
A τ is 99.3 µs. Total rate during orange laser illumination is 13 times smaller than that during
green laser illumination. Arrows indicate transition direction of charge state population.
Most fundamental spin measurement is optically detected magnetic resonance (ODMR).
magnetic resonance (MR) at ground state is detected via optical fluorescence. Fig-
ure 3.5a is pulse sequence and result of a cw-ODMR. Static magnetic filed splits de-
generation of electron spin at ms = ±1 (single asterisk in the figure). The hyperfine
interaction also splits the electron state (double asterisk). In this case 13C in the third
shell coupled to a single NV [100]. Laser initialize electron spin into its ms = 0 state
and consequently read spin state. During optical pumping, cw-mw with varying fre-
quency sweep NV. If electron resonant to mw, it flips to ms = −1 or 1 state then
NV goes to singlet metastable state during optical cycle (see figure 2.6b). This path is
non-fluorescence. Thus decrease of IPL is observed at resonance, corresponds to dips in
figure 3.5a. Figure 3.5b indicates splitting of electron spin by external magnetic field
and hyperfine interaction (e.g. 13C).
Using the same concept as ODMR, coherent dynamics of spin by MR is observed as
Rabi oscillation [101]. Figure 3.5c is a pulse sequence of the measurement and electron
Rabi oscillation in the ground state. This measurement frequency of mw is fixed to
the resonance frequency of electron. Duration of pulse (τ) is modulated after spin
initialization by laser. Spin state of electron is shown as and in the graph. The spin
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Figure 3.4.: Fluorescence increase rate during green laser excitation. Fluorescence (fluor.)
increase rate is derived by a fitting with single exponential function exp (−γt) to IPL. A solid carve












where |0〉e and |−1〉e indicate a spin state ms = 0 and ms = −1 of ground state,
respectively. This is a simplest 1 qubit system. The change in pulse duration corresponds
to modulation of θ. Here θ = pi makes state to |Ψ〉 = |−1〉e (meanwhile azimuthal angle
φ = 0). The mw pulse duration makes such state is called “pi pulse”. At the long pulse
duration, the development of the phase term eiφ is appearing as decaying of inverse
inhomogeneous broadening; decay constant of FID (T ∗2 ) and is shown as the decaying of
the envelop of Rabi oscillation (blue dotted line in figure 3.5c1).
As well as electron Rabi measurement, nuclear spin nutation can be seen. Figure 3.5d
is a pulse sequence used in this measurement and a result. First pulses (init.) set
electron state in |0〉e. After initialization of electron spin, the system is found in either
|0〉e |↑〉n = |0 ↑〉en or |0〉e |↓〉n = |0 ↓〉en. Next mw is set to the one of the resonance
frequency out of four possible transition in figure 3.5b. Here transition between |0 ↓〉en
and |−1 ↓〉en is taken. Therefore the final mw pulse only affect to the state |−1 ↓〉en.
The rf wave rotate the nuclear spin from |↓〉n into |↑〉n in |−1〉e state which results in
nuclear Rabi oscillation. Thus, this is a controlled rotation and therefore a CROT gate
[78].
1Strictly speaking, spin-locking must be taken into account [103]
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Figure 3.5.: Measurements of spin resonance on a single NV. a, Pulse sequence of a
continuous-wave optically detected magnetic resonance (cwODMR) and a spectrum of the ground
state spin of NV− coupled with 13C in the third shell. Static magnetic field is applied parallel to the
NV axis. Magnetic resonance induced by microwave (mw) and four dips in IPL correspond to the
transitions within electron state splitted by zero-field, Zeeman (single asterisk), and hyperfine split-
ting (double asterisk). The difference of signal intensity between ms = +1↔ 0 and ms = −1↔ 0
comes from impedance mismatching between a coaxial cable and a mw antenna (copper wire). b,
Transition diagram of the ground state of NV− for panel a. Four possible transitions are indicated
with red arrows. ms = 0 state is fluorescent (red shaded) and ms = ±1 states are non-fluorescent
states (gray shaded). c, Electron Rabi oscillation in the ground state of a single NV. Coherent
oscillation between two electron spin states is induced by varying mw pulse duration and is detected
as a periodical vibration of PL intensity. d, Nuclear Rabi oscillation of 13C in the first shell. Radio
frequency wave (rf) sweeps NV to rotate proximal nuclear spin, after spin state of electron is set to
non-fluorescence state (ms = ±1). Inset is an electron nuclear double resonance (ENDOR) signal.
35

4. Charge state control on a diode
This chapter focuses on the electrical control of charge state by using a p-i-n diamond
diode which is suitable for current injection into single NVs to control their number of
electrons. Current injection through diamond requires dopants to generate electrons or
hole carries. However, donor doping leads to defects that have electroluminescence in the
visible spectral range. Thus an extremely high-quality undoped region (i-layer) is needed
to investigate single NVs individually. Single NVs are generated into i-layer region by
ion-implantation technique, and major hole carriers are injected into the NVs whose
depth are around 300 nm from the surface of i-layer. Hole carrier deterministically ionize
single NVs and switching between NV− and NV0 by mean of combination of optical and
electrical methods. As a result of single-shot measurement and fluorescence averaging
measurement, one-directional electrical ionization rate is derived independently from bi-
directional total rate. These insights enable us to quantitatively compare optical and
electrical method as for control efficiency. The relation of stored charge in the i-layer
and charge state of a single NV is also discussed.
4.1. Preparation of the sample
Phosphorus-doped n-type and i-layer were independently grown by microwave-plasma-
enhanced chemical vapor deposition (CVD) technique using a mixture of methane (CH4)
and hydrogen (H2) gas on high-temperature high-pressure (HTHP) synthetic IIb (001)
p-type single-crystalline diamond. Joint researchers in the National Institute of Ad-
vanced Industrial Science and Technology (AIST) had performed synthesis. The condi-
tion of the growth is summarized in table 4.1. For the i-layer, oxygen (O2) was added
into the feed gas to reduce the contamination from boron and other impurity atoms.
For the n-type layer, phosphine (PH3) diluted with H2 was used for phosphorus doping.
The thickness and the contents of each layers were listed up in table 4.2. The electron
and hole Hall mobility of n and p-type layers are around 150 and 10 cm2V−1 s−1, respec-
tively. After growth, round mesa structures of n-type layer with diameters of 220 µm
were fabricated by conventional photolithography and inductively coupled plasma (ICP)
etching.
Nitrogen was subsequently implanted to the i-layer by ion implant with a density of
1× 109 atoms cm−2 after mesa structure synthesis. The kinetic energy of ion implanta-
tion was 180 keV which resulted NV center at the depth of 300 nm. Subsequent annealing
at 800 ◦C for 60min produced NV center with concentration of below 0.1 ppb. To remove
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Table 4.1.: CVD growth condition of the i and n-layer.
i-layer n-layer
input power (W) 4200 750
CH4/H2 (%) 4 0.4
gas pressure (Torr) 170 250
substrate temperature (◦C) 850 900
O2/CH4 (%) 2.5 –
PH3/CH4 (%) – 5
Table 4.2.: Major contents and thickness of the p-i-n diamond.
layer contents thickness (µm)
p [B] = 1019 cm−3 500
i <1014 cm−3 (1 ppm) 10
n [P] = 1018 cm−3 0.5
residual surface contamination and terminate surface with oxygen, The sample was kept
in a mixture of sulfuric acid (H2SO4) and nitric acid (HNO3) at 200 ◦C for 60min.
Titanium(30 nm)/platinum(100 nm)/gold(200 nm) electrodes with diameters of 200 µm
and square area of 1.5mm× 1.5mm were formed on the n-type layer and the substrate,
respectively. Electrodes on n-type layers were connected by gold wire, and the electrodes
on the p-type layer was attached to copper plate which makes common ground. Surface
hydrogenation was carried out by irradiation with H2 radicals for 10min at 4 kPa using a
hot filament system. The flow of high-purity H2 (99.999 999 9%) gas was set to 400 sccm.
The sample temperature was maintained below 550 ◦C during hydrogenation. Oxidation
was carried out by ICP etching in the presence of oxygen gas, which was also used to
remove residual photoresist material. The sample was annealed at 420 ◦C for 30min in
an argon environment. The sample has 49 electrodes in total and whole experiments are
carried out on the one of them.
The schematic out look of the sample is illustrated in figure 4.1a. A bottom electrode
is attached to a copper plate to avoid over heating of the sample. Top and bottom
electrodes are connected to a current pulse generator with Au wires. The space between
an objective and the sample surface is filled by immersion oil during optical measurement
and current injection. Figure 4.1b is a photoluminescence (PL) scan image of the surface
of the i-layer. Red dots in the layer is a single NVs. This sample has slightly high
background fluorescence intensity than other sample. However after surface cleaning
processes, the signal-to-background ratio was sufficiently high to indicate whether second















Figure 4.1.: Schematic illustration and a scan image of the p-i-n diode. a, The p-i-n sample
has mesa structures of n-type layers on an i-layer. Diameter of mesas is 220 µm. Electrodes (each
diameter is 200 µm) are fabricated on each mesa and on the p-type layer. They are connected to
a current source with an Au wire. A green square is a typical scan area (e.g. 50× 50 µm2) with a
confocal microscope. A scale bar is appropriate only to the lateral direction. b, A PL scan image
of the i-layer with the area of 10 × 10 µm2. Ion implanted single NVs (red dots) are found in the
layer. Experiments had been performed on one of the NV which has distance of ∼1 µm from the
mesa. Scale bar, 1 µm.
4.2. Fluorescence dynamics
Current injection into the sample modulates the charge state of NV from NV− to NV0
in the i-layer. It is recorded as differences of spectra shapes and photoluminescence/flu-
orescence intensity (IPL). Figures 4.2a,b are PL spectra of a single NV and difference of
the spectra. PL spectra were taken under 300 µW of green laser illumination. The NV
shows a characteristic spectrum shape populated toward NV− under no current injec-
tion. The zero-phonon line (ZPL) of NV− is marked with single asterisk in the figure.
The distance from the NV to n-type layer is ∼1 µm. Under continuous wave (cw) current
injection (IF = 70 µA), the NV shows spectrum populated toward NV0 (a blue carve).
The characteristic ZPL of NV0 is appears in the spectrum (double asterisk in the figure).
The profiles of phonon side band under off- and on-states of diode are similar to NV− and
NV0 appears in the previous report [24]. Resulting phonon sideband are broad and both
spectra overlapped to ZPLs of each charge state. Thus NV0-populated spectrum under
on-state may contain ZPL of NV− and vise versa. This obstruct evaluation of charge
state population from PL spectra. The difference of spectra shows high contrast of IPL
at wavelength longer than 650 nm (see figure 4.2b). Selective measurement of IPL longer
than 650 nm enable us to detect charge state from difference in PL intensity (∆IPL). An
optical filter which selectively pass the fluorescence longer than 675 nm1 is put in the
1During measurement, there are no stocks of proper (around 650 nm) longpass filter in Lab. Thus this
wavelength of 675 nm is used in the study on the p-i-n diode.
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Figure 4.2.: Fluorescence dynamics under current injection. a, PL spectra of NV with and
without current injection. The phonon side band peak shifts toward the shorter wavelength during
current injection. Sharp peak at 637 nm (single asterisk) and 575 nm (double asterisk) are zero-
phonon line of NV− and NV0, respectively. Background fluorescence is subtracted from spectra.
b, Difference of the spectra at on and off states. Fluorescence of a gray shaded area is cut by a
long-pass filter (675 nm) which is put in the front of two photon detectors. c, Time trace of PL
intensity with periodic current pulse train. State of current is shown as “on” and “off” at the right
axis.
front of two avalanche photodiodes (APDs).
Figure 4.2c is a real-time trace of IPL under injection of periodic current pulse train
(width: 3 s, IF : 0.2mA) and cw-green laser excitation (532 nm, 600 µW). Oscillating of
IPL according to current pulse are clearly observed thanks to the optical filtering. Note
the amplitude of switching contrast of charge-state population can be modulated with
arbitrary shape of current pulse. For example, if sin-wave current is injected to the p-i-n
sample, charge state follow this current and show sin-wave like IPL. Result is shown in
figure D.3 in appendix D.
Fluorescence dynamics of IPL reflect charge-state transitions between two equilibrium
states at on- and off-states of the p-i-n diode. Here IPL is proportional to the charge
state thus population probability of charge-state (p) in each equilibrium state can be
































where notations “opt” and “ele” represent “optically” and “electrically” induced rate,
respectively. The ratio between these four transition rates determine the charge state
population during operations combined with optical illumination.
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101 10 ms 450 ms
Figure 4.3.: Single-shot charge-state measurements under current injection. a, Without
current injection, NV shows two charge states. Their population probabilities are determined by
area calculation on Poisson distribution in the histogram. b, Charge state completely turns into
NV0 after current injection (IF = 0.1mA). c, Ionized charge state is detected after long time
delay (0.45 s).
4.3. Single-shot charge-state measurement
The aim of this study is to obtain the electrical induced transition rates, γele−0 and γ
ele
0−
and population probability after current injection. The single-shot charge-state mea-
surement (SCM) can derive not only population of charge state but also ratio of these
two rates because during the measurement, optically induced rates (γopt−0 and γ
opt
0− ) are
zero. Figures 4.3a–c are results of the SCM carried out on the initialization by green
laser excitation. Figure 4.3a is a measurement without current injection. The charge
state populates into both NV− and NV0 with amplitude of peq0 : p
eq
− = 0.49 : 0.51 de-
rived from area of each peak. Here peq0 (p
eq
− ) is slightly larger (smaller) than that of an
intrinsic diamond (cf. peq0 : p
eq
− = 0.27 : 0.73 is observed in an intrinsic diamond, at the
same experimental setup). This might comes from that the Fermi level of the i-layer is
modulated to downward then reaches to the NV(0/−) level (see figure 2.2).
Evaluation of charge state under operation of the p-i-n diode is investigated to in-
sert current injection between initialization and readout of charge state. Figure 4.3b
is a measurement with single current pulse (amplitude 0.1mA, width 10 µs). As a re-
sult, current injection completely ionize charge state, peq0 : p
eq
− = 1 : 0. This indicate
apparently current injection is a deterministic control of charge state.
After current injection, 450-ms of delay time is set after current then readout is per-
formed. Only NV0 is detected in the measurement is displayed in figure 4.3c. This result
supports that no rates are existing during a relatively long delay time. Note that the
delay time is limited by the experimental setup (capacity of a buffer memory on the
photon counting board), not by the properties of NV and diamond.
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laser: 532 nmcurrent 100 µs
a b
Figure 4.4.: Link fluorescence intensity and population probability of charge-state. a, Induce
and detect charge state transition by green laser illumination after target NV is deterministically
ionized by current. Increase of IPL (∆IPL = 0.62) corresponds to decrease of population probability
of NV0 (p0) from 1.0 (see figure 4.3b,c) to 0.49 (see figure 4.3a). b, Population probability is
displayed as a function of IPL. It enables to link IPL to p0 with a simple linear equation.
The results of SCM determine γele0− as zero and from equation (4.1), electrically induced
rate and population probability of charge-state at a state of the equilibrium (peq) are



















4.4. Fluorescence averaging measurements
Link fluorescence intensity and population probability of charge-state
The value of charge state transition rate, γele0− = 0, is determined by SCM in the sec-
tion 4.3. Next the fluorescence averaging measurement (FAM) had been carried out to
obtain the value of γele−0. At first, in order to obtain γ
ele
−0 from FAM, the relation be-
tween IPL and charge state population is required. At the beginning of consideration,
the following two facts already known by SCM, are essentials.
1. Population probability of NV0 is 0.49 under (after) initialization by green laser
(see figure 4.3a).
2. Population probability of NV0 is 1.00 under (after) initialization by current injec-
tion (see figures 4.3b,c)
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Figure 4.5.: Fluorescence averaging measurement on the p-i-n diode. Time resolved mea-
surement of IPL when 40 µs-width current pulse is applied. Transition is separated into three phases.
At the beginning of Phase 1 (0 µs < t < ∼10 µs), diode is turned on (on-state) and charge state
transition is induced by current. At Phase 2 (∼10 µs < t ≤ 40 µs), charge state population reaches
to a state of the equilibrium. Phase 3 (t > 40 µs) is recharge (recovery) process of charge state
induced by optical illumination, after current is turned off (off-state).
If we can see time response of IPL along with evolution of population betweem p
eq
0 = 1
and peq0 = 0.49, relation between IPL and p
eq
0 is acquired. This is done by performing
FAM after current injection.
Figure 4.4a is a measurement sequence and a result of the measurement. The first
current pulse (width: 100 µs, IF = 0.4mA) completely ionize NV. The second green
laser is used to induce recombination of charge state and readout IPL. Note that IPL is
normalized by value at a state of equilibrium,t > 240 µs. As a result, the exponential
increase of IPL from 0.38 to 1.0 (∆IPL=0.62) is observed. It corresponds to the increase
of p0 triggered by the green laser. Here the population p0 at the initial of the laser
excitation (t = 0) and a state of the equilibrium (t > 40 µs) are determined from the
above enumerate. Measured value of p0 is displayed in the right axis of figure 4.4a.
Finally, the relation between IPL and population of NV0 is shown in figure 4.4b. The
relation between arbitrary p0 and IPL can be obtained from following equation:
p0 (IPL) = 1− 0.51
0.62
(IPL − 0.38) , (0.38 ≤ IPL ≤ 1) . (4.3)
Time resolved measurement of transition
Figure 4.5 is a transient of IPL and p0 during cw green laser excitation (P = 0.2mW)
and current pulse (IF = 0.3mA, width: 40 µs). The current pulse starts at t = 0 s. The
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Figure 4.6.: Charge state transition at phase 1 (on-state). a, Transient at the phase 1 in
figure 4.5 depends on forward current under fixed laser power. Laser power is 0.4mW. Transition
rates γ are 1.45 µs−1 (IF = 0.2mA) and 1.56 µs−1 (IF = 0.4mA). b, Transient depends on laser
power. Forward current is fixed to 0.3mA. Transition rates γ are 1.20 µs−1 (P = 0.2mW) and
2.12 µs−1 (P = 0.6mA).
p0 starts to increase at t = ∼2 µs after of current is turned on. This delay may comes
from the response time of the electrical circuit and other factors (see appendix D). The
transition ends up within ∼5 µs (phase 1) and charge state is in a state of the equilibrium
(phase 2). After current injection stopped at t = 40 µs, recombination of charge state
starts and it ends at around t = 70 µs (phase 3). Further on, charge state dynamics
are discussed in terms of these three phases. Note: in all of FAM in p-i-n diode, IPL
are normalized to unity by IPL at delay time in phase 1 or a state of the equilibrium at
phase 3.
Phase 1
Figures 4.6a,b are laser power and current dependence of IPL transition. A popula-
tion probability of NV0 charge state (p0) and transition rate depend on laser power
and forward current because optical (γopt−0 + γ
opt
0− ) and electrical (γ
ele
−0) induced rates are
modulated by laser and current, respectively. From equation (2.10) and (4.3), IPL is
proportional to exp
{− (γopt−0 + γopt0− + γele−0) t}. Thus total rate γ = γopt−0 + γopt0− + γele−0 can
be obtained by exponential fitting to time response of IPL in the phase 1.
Owing to equation (4.1), one-directional ionization rates and p0 are described as fol-
lowing relation:
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from the series of fluorescence averaging measurements. The rate γ−0 has a linear dependence to
current and laser power. Electrical induced rate γele−0 is obtained to interpolate data points to where
the laser power equal to zero (displayed as dots on the left axis). b, Current dependence of electrical
induced rate (γele−0) is derived from the panel a by interpolation.
γ−0 = p
eq















Population at state of the equilibrium (peq0 ) can be obtained by using equation (4.3),
from FAM. Conclusionary, ionization rate γele−0 + γ
opt
−0 is obtained.
Figure 4.7a is a laser power and current dependence of ionization rate γopt−0 + γ
ele
−0,
calculated by using equation (4.4). Almost linear dependence of ionization rate to laser
power and current is shown in the figure2. In order to derive γele−0 from ionization rate
γele−0 + γ
opt
−0 , interpolation of results has been performed. At the point where the laser
power P = 0, the optical induced rate (γopt−0 ) also becomes zero. These points are marked
with black dots in the left axis of figure 4.7a. Figure 4.7b is a current dependence of
the rate γele−0 derived from the interpolation. Electrical induced rate linearly depends to
current is shown. The maximum rate is 0.7± 0.1 µs at 0.4mA current. The amplitude of
current is limited to below 0.4mA because the non-negligible electroluminescence (EL)
from the NV or i-layer appears when current exceed 0.4mA (IEL ' 1 kcps).
Results of the electrical induced rate allow us to quantitative comparison of control
efficiency between electrical and optical charge state manipulations. Here calculation
2 Under this range of laser power (0.2 < P (mW) < 0.6), quadratic dependence of transition rate is
shown in figure 3.4. Linear dependence in p-i-n diode indicate some different mechanics for charge
state transition are involving but details is not available.
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4. Charge state control on a diode
of energy costs in charge state controls are shown. First, in order to calculate energy
consumption by current, voltage across each layer of the p-i-n diamond must be consid-
ered. Resistivity of boron doped diamond is obtained as approximately 0.1–10Ω cm for
1018–1020 cm−3 of boron concentrations [104]. Therefore, resistivity of the p-type layer of
the sample used in this study ([P] = 1019 cm−3, thickness: 500 µm) thought to be 10Ω cm
at most. Thus resistance of p-type layer under the top electrode on the mesa structure
of n-type layer (area: A = 1002pi µm2) is estimated to Rp-type = 105Ωµm× 500 µm/A =
1.59 kΩ. The total resistance R of the p-i-n diode at IF = 0.40mA (VF = 24.6V)
is 61.5 kΩ (see figure D.1a). Therefore divided voltage across the n-type and i-layer is
V = VF×(R−Rp-type) /R = 24.0V. Thus energy consumption by current flow under the
top electrode is Jele = V ×IF/A = 0.000 306mWµm−2. Next, optical-induced ionization
rate γopt−0 is needed to compared optical rate with γ
ele
−0. It is obtained from population










(see equation (2.12)). Here




0− are obtained from figures 4.3a and 3.4, respectively.
Required laser power P to achieve amplitude of rate γopt−0 = 0.70 µs
−1 (= γele−0 at 0.40mA),






0 = 1.47 µs
−1. It
is P = 1.20mW derived from figure 3.4. Determination of laser spot size has not
been done, but it might not be more than 1 µm. Thereby, the power density of laser
at the focal point is calculated to Jopt = P/0.52pi µm2 = 1.53mWµm−2. Conclu-
sionary, the energy difference between electrical and optical method is estimated to
Jele/Jopt = 0.000 306/1.53 = 2× 10−4. The required energy for electrical method is four
order of magnitude smaller than optical method to achieve the same ionization rate.
Phase 2












when laser power reaches to 0, optical rates γopt−0 and γ
opt
0− also become 0. Then p
eq
0
reaches to 1 in the phase in the dark condition.
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Figure 4.8.: Transition of charge-state during on- to off-state. a, Under fixed laser (P =
0.4mW), transition rate slightly depend on forward current. Transition rates are γ = 0.24 µs−1
(IF = 0.2mA) and γ = 0.19 µs−1 (IF = 0.4mA). b, Under fixed current (IF = 0.3mA), transient
depend on laser power. Transition rates are γ = 0.093 µs−1 (P = 0.2mW) and γ = 0.32 µs−1
(P = 0.6mA).
4.5. Recombination rate and reverse bias (phase 3)
Transition of charge-state population at off-state of the p-i-n diode (phase 3 in figure 4.5)
is slower than that of on-state (phase 1) because there is no contribution of γele−0 for
the transition. Therefore, transition of charge state should be only assisted by laser
excitation. However, optical induced total rate (fluorescence increase rate) at phase 3 is
slower than total rate measured after 100 µs of current pulse (net optical induced rate,
see figures 3.4 and 4.4a). This phenomenon can be explained by recombination of stored
charge carriers in the intrinsic layer of sample. This section focused on how stored charge
affect to charge state transition.
First, forward current and laser power dependence of charge state transition in phase 3
is discussed. Figures 4.8a,b are measurement results of IPL at phase 3 with different
forward current and laser power P . Under fixed laser power, transition rate slightly
depends on forward current. Under fixed forward current, transition rate become 3
times large with 3 times increase of laser power.
More details of forward current and laser power dependence of transition rate is dis-
played in figure 4.9. In addition, net optical induced rate is also plotted (see figure 3.4).
If increase of IPL in phase 3 is only assisted by laser excitation, increase rate of IPL should
have same rate as net optical rate. However in figure 4.9, relatively large difference exists.
In order to understand this phenomenon, on- to off-state transition of p-i-n diode
must be took into account. After carrier injected by forward bias applying, the i-layer
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IF = 0.2 mA
IF = 0.4 mA
IF = 0.5 mA
net opt. rate
Figure 4.9.: Fluorescence increase rate in off-state and optically induced rate. Transition
rate of IPL at the phase 3 in figure 4.5 after different forward current injection and net optical
induced rate.
is filled with major hole carriers. These carriers still remain in the i-layer even after
forward bias is turned off. Then they recombine with electron carriers. It is thought that
these remaining hole carriers might suppress recombination of single NVs and electrons.
Recombination rate of injected hole and electron carriers is called carrier lifetime. The
reported value is τL = 2.3 µs in diamond [105]. In this section, stored charges in the





+ IF , (4.6)
where IF is a constant forward bias current. Under steady state conditions, dQs/dt = 0
and equation (4.6) reduces to:
Qs = τLIF , (4.7)





τL . This rate may affect to recombination of charge state in the on to off-state
transition of the diode.
To gain insight into the carrier dynamics in the i-layer of the sample, reverse bias
applying to the sample has been performed. It is known that stored charges in the
i-layer are removed by reverse bias pulse after bias voltage pulse [106]. Figure 4.10
shows a typical current carve during reverse current IR flow after forward current IF .
Removed charges during reverse bias is the same as stored charge during forward bias.
Thus it can be written as:















Figure 4.10.: Turn-off current model of a p-i-n diode. The diode is turned off from IF (forward
current) to IR (reverse current) at t0. trr is called recovery time.
here iR is time dependent reverse current. The stored charges are removed during
recovery time trr which is calculated by the following expression [107, 108]:







From this expression, recovery time becomes shorter when large reverse bias current
flows in diode. To confirm this effect on the p-i-n diode, transition of IPL with reverse
bias applying is measured. Figure 4.11a is IPL measurement on off- to on- state transition
(the phase 3 in figure 4.5a) with reverse bias applying. The pulse sequence is displayed
on the above of the graph. Reverse bias VR is applied after constant forward bias voltage
(VF = 25.3V, IF = 0.5mA). As a result, fluorescence increase rate becomes faster with
increase of reverse bias. It is seen on solid fitting curves by exponential in figure 4.11a.
The dependence is summarized in Figure 4.11b. Increase rate exponentially increase
with increase of reverse bias voltage. Finally at the saturation, increase rate reaches to
net optical induced rate under P = 0.4mW (see figure 3.4). From the measurements, it
is thought that the stored hole carriers are eliminated by reverse bias and it helps NV
to recombination with electron carriers.
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Figure 4.11.: Reverse bias and fluorescence increase rate. a, Reverse bias VR modulates
fluorescence increase rate during the recovery of charge state. VR is applied after forward bias VF
at t = 20 µs. b, Reverse bias dependence of fluorescence increase rate. Laser power and forward




First interest in the charge state dynamics of single NVs in p-i-n diode is that whether
charge-state of a single NV is controllable or not. Spectra and intensity monitoring
of photoluminescence during current injection reveal that injected hole carriers switch
charge state of a single NV from NV− (S = 1) to NV0 (S = 1/2). Switching between two
charge states which have different spin states open the new way to decouple among spins
by means of electrical method.Control of charge state is purely electrical, deterministic,
and transition rate is quantitatively revealed to 0.7 µs−1 at 0.4mA. Electrical induced
ionization rate linearly depends on current is indicating that transition of charge state
under this control is occurred in direct process.
In addition, quantitative estimation of electrical induced transition rate have impact
because amplitude of decoupling is depends on the charge state switching rate versus
hyperfine interaction among multiple spins. The present framework limits switching
direction to one direction. Toward applying this method to such decoupling applications,
bidirectional operation, both of ionization and recombination of charge state is a next
task. However, present control speed is comparable to optical method and the energy
costs for charge-state control are four order of magnitude smaller than that of optical.
These facts show high potential of electrical charge state control of the NV.
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5. Stabilize negatively charged state
in n-type layers
This chapter focuses on the stabilization of negatively charge state (NV−) of single NVs
generated into n-type diamond layers. Phosphorus atoms are incorporated into layers
to increase number of free electrons in bulk diamond. Thermally activated electrons
recharge single NVs and perfectly stabilize into NV− under weak optical illumination.
Such effects are clearly seen in photodynamics (i.e. fluorescence intensity) of NVs. After
NV is force ionized by strong laser excitation, recovery of charge state during dark
condition (time region with no-optical illumination) is detected by fluorescence averaging
measurement (FAM). In addition, phosphorus induced recharge rate is proportional
to orange laser power under optical illumination. Thus NV− keep high population
(p− > 0.8) even under high excitation power. Stabilization of charge state also appears
in the difference in intensity of optically detected magnetic resonance (ODMR) of ground
state of NV−.
5.1. Preparation of n-type layers
The n-type layers were epitaxially grown on the (111)-oriented diamond substrates by
chemical vapor deposition (CVD) technique. The incorporated amount of phosphorus
atoms are controlled by the ratio of phosphine (PH3) and hydrogen (H2) mixed gas
during CVD growth [47].
Nitrogen atoms are expected to naturally incorporated into diamond during CVD
growth. The incorporation depends on the growth conditions (growth temperature, con-
tamination in the chamber, etc. ). Nitrogen atoms form a nitrogen-vacancy structure by
high temperature in the chamber during CVD growth. If sufficient amount of nitrogens
(more than 1× 1015 atoms cm−3) are incorporated into the layer during growth, they are
optically detectable with confocal microscope.
Total six n-type layers have been fabricated by CVD technique. Formation of these
samples are listed up in table 5.1. Incorporation for (111) directions are two orders of
magnitude lager than that on (001) (see section 2.1.2). Single NVs which have stable
photon emission were founded in two samples. These samples are labeled are called
h443 and h578. These labels are repeatedly used in this thesis. All of NVs in h443
stabled into NV− has been revealed by single-shot charge-state measurement (SCM).
Unfortunately, more insight of their charge state dynamics could not be obtained on
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5. Stabilize negatively charged state in n-type layers
Table 5.1.: List of n-layers grown on (111) substrates. Nitrogen atoms are expected to natu-
rally incorporated into the layers during growth of layers by the CVD technique to generate single
NVs.
name substrate thickness (µm) [P] (cm−3) condition
h442 Ib (111) 10 1× 1016 single NVs, blinking
h443 Ib (111) 10 5× 1015 single NVs, stable emission
h445 Ib (111) 5 1× 1016 no single emitters
h446 Ib (111) 5 1× 1014 no single emitters
h466 IIa (111) 6 5× 1015 no single emitters
h578 Ib (111) 3∼5 5× 1016 single NVs, stable emission
h443. Because after measurement of SCM, 15N atoms were ion-implanted to the sample
to investigate charge-state stability of NVs in shallower region. However, it may have
generated many defects which make charge-state of NVs unstable. Thus charge state
dynamics measurements have been performed on h578 sample. More details of situation
on h443 sample are exhibited in appendix E.
5.2. Raster scan images and fluorescence time traces
Raster scan image and measurement under green laser Fluorescence from sin-
gle NVs is detected in h578 sample under green (532 nm) illumination is shown in fig-
ure 5.1a. There are no blinking and photobleaching on these NVs. Background fluo-
rescence is almost same as intrinsic diamond and is sufficiently low to distinguish them
as single photon emitters (see figure E.2). Here if charge state of NVs are stabilize into
NV−, photoluminescence/fluorescence intensity (IPL) of them should be higher than that
of NVs in intrinsic diamond. However, fluorescence intensity from all NVs are the same
as NVs in intrinsic diamond due to green laser intensely affects to charge-state transi-
tion (13 times lager than orange laser, see figures 3.3a–c) then it hides the contribution
from phosphorus atoms. In addition, results showing, PL spectra, and ODMR intensity
between dim and bright NVs are also the same are displayed in figures 5.2a–c. These
results imply that under green laser illumination, the charge-state population of dim and
bright NVs are same. Then laser color is switched to orange which gently affects to the
charge state in order to resolve charge state dynamics. Figure 5.1b is a scan image taken
under 100 µW of orange laser illumination. Scan area is the same as the image taken
under green laser excitation, figure 5.1a. In general, under this illumination condition,
fluorescence intensity of NVs become lower compared with green laser because orange
laser strongly ionize NVs (see figure 3.2b). An NV labeled “dim NV” in figure 5.1b
is one of such ionized NV. However, some NVs (red circled in figures) are about five
times brighter than dim NVs under orange laser excitation (∼50 versus ∼10 kcps). NV
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5.2. Raster scan images and fluorescence time traces






















Figure 5.1.: Raster scan image of an n-layer under green and orange laser excitation. a,
Under 100 µW, 532 nm illumination. All NVs show same optical behavior under green illumination.
b, Scan image of the same area under orange illumination. Some NVs show five times larger
fluorescence than that of dim ones. Scale bar, 1 µm.
marked with “bright NV” is a one of the bright NV. These bright NVs are recharged by
activated electrons from phosphorus atoms and only slightly ionized by 100 µW, orange
laser. In the latter discussions, investigations of photodynamics are performed on these
dim and bright NVs.
Figure 5.3 is a orange laser power dependence of IPL of dim and bright NVs. Bright NV
produces larger photon counts than dim NV under wide range (1–500mW) of excitation
power. The difference of photodynamics between bright and dim NVs are clearly re-
solved by weak excitation intensity. Note: it is conceivable that some defects, which has
shallower donor level than NV, exist vicinity of dim NV. This defects capture electrons
from conduction band and NV cannot be recharged effectively. Differences of environ-
ment around these NVs also appear in transverse spin relaxation time (T2) measurement.
It is mentioned in chapter 5.6.
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Figure 5.2.: Photodynamics and ODMR of dim and bright NVs under green laser excita-
tion. a, Laser power dependence of photoluminescence (PL) intensity (dotted curves are fitted
by equation shown in page 29). b, PL spectra. c, Optically detected magnetic resonance spec-
tra. ODMR and PL spectra are taken under 532 nm, 100 µW excitation. There are no significant












Laser power P (µW)
bright NV
dim NV
Figure 5.3.: Fluorescence intensity of dim and bright NVs under orange laser excitation.
Red squares and black triangles are for the bright and the dim NVs, respectively. Dashed curves
are data fits using a function IPL = IPLsat×P/(P +Psat) shown in the last paragraph of page 29.
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Figure 5.4.: Photoluminescence time trace of dim and bright NVs. a, (Upper panel) Under
continuous 1 µW, 593 nm illumination, photon bursts occur when the charge state transforms into
the NV− state on dim NV. A solid red line shows the most probable fluorescence levels. Here the
average lifetimes of the two charge states are 2.92 s (NV0) and 0.589 s (NV−). (Bottom panel)
corresponding histogram of photon counts. b, (Upper panel) bright NV does not show photon
bursts in the trace. (Bottom panel) corresponding histogram indicates that the peak position of
photon counts is almost the same as that of NV− of dim NV.
Fluorescence time trace Figure 5.4a is a fluorescence time trace of dim NV un-
der orange laser 1 µW excitation. The optically induced charge-state interconversion
is recorded as clearly separated two fluorescence levels from NV− (high fluorescence
counts) and NV0 (low fluorescence counts). Distribution of photon counts are shown
as histogram in the bottom panel of the figure. Photon counts of two peaks are dis-
tributed into 0.12 : 0.88. In addition, ionization and recombination rates are calculated
to γ−0 = 1/τNV− = 1/0.589 = 1.70 s
−1 and γ0− = 1/τNV0 = 1/2.92 = 0.342 s
−1, respec-
tively. Population and rate are also same as charge-state population detected by SCM
measurement and time trace of NVs in intrinsic diamond (see figures 3.2b and 2.4b).
Therefore, charge state dynamics of dim NV is same as NVs in intrinsic diamond. In
contrast to dim NV, bright NV continuously keeps the fluorescence level of NV− (fig-
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init. read.: 593 nm, P µW
c
Figure 5.5.: Total transition rate during orange excitation on bright NV. a, Measurement
sequence of the measurement. Total transition rate is detected as transition of IPL during orange
laser excitation. b, Ionization of charge state is detected under P = 100 µW. c, Total transition
rate depends on orange laser power P and become slower with decrease of P . At last under
P = 1 µW, no-transition is occurring means that total rate is zero (γ−0 + γ0− = 0) under this
illumination condition.
ure 5.4b1) and photon counts distribution has only one peak in its histogram. This
histogram can be fitted by Poisson distribution function.
To elucidate whether bright NV has multiple charge states or not, transition rate
measurement during orange laser illumination has been performed. If tremendously
rapid transition is occurring during orange laser illumination, charge state interconver-
sion cannot be resolved in time trace measurement. In such case, fluorescence intensity
is averaged and a histogram should has only one peak, similar to figure 5.4b. Fig-
ure 5.5a is a measurement sequence of transition rate measurement. First, the charge
state is initialized by green laser excitation. Charge state transition is measured by
orange illumination. At laser power of orange laser P = 100 µW, ionization of charge
state is detected (see figure 5.5b) because laser power is relatively high. Total rate
(γ−0 + γ0− = 0.08 µs−1) is obtained by exponential fit to the result. Here total rate
become slower with decrease of excitation power is obtained. At last in P = 1 µW, total
rate becomes to zero. This means no charge state transition is occurring during 1 µW,
orange laser illumination.
1Photon counts of an eye guide (a red solid line) are rounded to integers, peak position of Poissonian
in a histogram. In other cases, (i.e. figure 2.4b) most likely counts are derived by Baum-Welch
algorithm [109].
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5.3. Single-shot charge-state measurements
On n-type diamond layers, SCM has different meaning compared with that on NVs in
intrinsic diamond and the p-i-n diamond diode. Basically in SCM, no-charge transi-
tion is hoped during dark condition (time region without optical illumination) between
initialization and readout operation. Because SCM is aiming to measure charge state
population during (and just after) initialization. However for bright NV, thermally ac-
tivated electrons from phosphorus dopants recharged NV and change its charge state
during dark condition. In other words, no matter how charge state is initialized into any
populations by the initialization operation in the SCM , only one pattern, single peak at
NV− photon counts, appear in the results. Actually these facts is assured by SCM. On
dim NV with the general measurement sequence of SCM shown in figure 5.6a, results
(figure 5.6b) reflect charge-state population during initialization by green and orange
laser and dim NV has same laser color dependence on charge state population as NVs
in intrinsic layer (see figure 3.2). Differing from dim NV, bright NV has only one peak
on the SCM with two initialization (see figure 5.6c). Peak profile are same as those of
NV− in figure 5.6b similar to time trace measurement in figure 5.4. Bright NV has only
one peak in histogram of photon counts not only after initialization by orange laser but
also after green laser initialization. If p− = 1 (equals to A = 1 of NV− in figure 5.6b)
is satisfied not only under orange excitation but also under green laser illumination, it
contradicts to photodynamics under green laser illumination (see figure 5.1a and 5.2a–c).
Therefore, as for bright NV on n-type diamond layers, charge state population during
and after arbitrary initialization condition (power and duration) cannot be measured
nondestructively.
However SCM tells us important information of phosphorus induced transition rate.
From results in figure 5.6b, it is apparent that charge state of bright NV is one-directionally
recharged not depending on initialization condition. This means that phosphorus only
affects to NV0 and it turns charge state into NV−, deterministically. Thereby, phospho-
rus induced ionization rate is γphos−0 = 0 and only recombination rate γ
phos
0− have to be
considered in discussions in after section.
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readout: 593 nm, 1 µW, 30 ms
b
10 ms
Figure 5.6.: Single-shot charge-state measurement on a dim and bright NVs. a, The pulse
sequence used for single-shot measurement. b, Measurements on a dim NV with initialization by
green (left) and orange (right) laser. Charge state population is the same as an NV in an intrinsic
diamond. c, Measurements on a bright NV with initialization by green (left) and orange (right)
laser. Both results have only photons from NV−.
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Figure 5.7.: Charge-state transition-rate during dark time. a, The pulse sequence used for a
measurement of charge transition rate in the dark time tdark. Photoluminescence intensity (IPL)
corresponds to the charge state population. The pulse height (h) reflects charge state recovering
during tdark. Laser power is set to 230 µW, can ionize both bright and dim NVs. b, Dark time
dependence of pulse height h. The pulse height increase with tdark increase. It corresponds to that
increase of NV− population during the dark time. A solid carve is fitting by a single exponential
function y = y0 + C exp (−tdark/τdark). The rate γdark = 1/τdark = 0.28ms−1 which is charge
state transition during tdark.
5.4. Recombination/recharge rate in the dark
condition
Bright NV is certainly recharged during dark condition is revealed from SCM. In order to
detect this recharge dynamics, FAM with several time gaps of dark condition (dark time
τdark) has been performed. Here recombination/recharge rate during dark condition
is defined as γdark. Figure 5.7a is a concept of the measurement. Orange laser with
relatively high power (P = 230 µW) is used to force ionize NV and detect photon
counts. During the first laser pulse, population probability of NV− charge state (p−) is
suppressed by strong laser illumination and it is in a state of the equilibrium, p− < 1.0.
During dark condition τdark, after first pulse ends, p− is start recovering to p− = 1 assisted
by phosphorus. Several dark time after, the second laser pulse again force ionize bright
NV and consequently decay of IPL is observed. Here the parameter h, the height of IPL
at the initial point of each pulse, reflects p− at the end of each τdark.
Figure 5.7b is a dark time dependence of pulse height h. Pulse height does not
change for short dark time, the first point of the figure (tdark = 0.1ms). However,
pulse height growth with increase of dark time after few millisecond of tdark. By fitting
with a single exponential function y = y0 + C exp (−tdark/τdark), γdark is estimated to
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be γdark = 1/(3.6± 0.4ms) = 0.28± 0.03ms−1. Existence of γdark determines whether a
NV has single peak in the SCM result or not. Conclusionary, charge-transition rate in





= γdark = 0.28± 0.03ms−1. (5.1)
Apparently time constant of recombination rate during dark condition (inverse of γdark) is
almost one order of magnitude shorter than the detection window of SCM (3.6ms versus
30ms). This is why only one peak appears in the result of SCM at any initialization
conditions, on bright NV.
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5.5. Charge-state population and recombination
rate under laser excitation
Transition rate during dark condition is only considering thermal activation of phospho-
rus. There is a possibility that phosphorus can be activated not only thermally but also
photoionized by laser excitation [110, 111]. Optical excitation is a key tool in order to
initialize and readout spin state of NVs. Thus it is important to investigate charge state
dynamics under laser illumination in n-type diamond. The FAM provide us population
probability and total transition rate on dim and bright NVs under optical illumination.
Figures 5.8a–c are FAM during orange laser excitation with several excitation power
on dim and bright NVs. Figure 5.8a is a measurement sequence. First initialization
pulse (λext = 532 nm, P = 100 µW) sets the population of NV− (p−) at p− = ∼0.8.
After initialization, orange laser illuminate dim and bright NVs to force ionize them
and detect transition of charge state. Dark time between initialization and readout
pulse is set to 10ms. This is long enough for bright NV that its population reaches
to state of the equilibrium, peq− = 1, by γdark Figure 5.8b is a transition measurement
under 100, 150 and 200 µW of laser power on dim NV. Decrease of IPL are observed
under all excitation powers and rate depends on laser power. Fluorescence intensity
IPL decay to the same amplitude (〈IPL〉 = 0.22, σIPL = 8.72× 10−3) means that p−
does not depend on laser power under relatively higher illumination power as well as
lower excitation (see figure 2.5b). Note that IPL is normalized to 1 by y0 + C of fitting
function (y = y0 + C exp (−γt)) where t = 0. Here p− during orange laser excitation
can be calculated with same analogy used to link IPL to population probability on p-
i-n diamond diode. First, for dim NV, populations p− after initialization by green
and orange laser are determined to 0.79 and 0.12 by means of SCM (see figure 5.6b).
Therefore, all transitions shown in figure 5.8b is started at p− = 0.79 and end up to
p− = 0.12. These facts can be used to link IPL to p− quantitatively, thus relation
between difference in PL intensity (∆IPL) and population of NV− (∆p−) is written as
∆p−/∆IPL = (0.12 − 0.79)/(0.22 − 1.00) = 0.67/0.78. Population calculated by this
relation is displayed in the right axis of figure 5.8b. As for bright NV, it is reveled that
population probability p− reaches to p− = 1 after the enough long dark time. Therefore,
p− = 1 is satisfied at t = 0 s for bright NV. Thus p− during transition and at state of the
equilibrium can be calculated with p− = 1.00 − (0.67/0.78)(1.00 − IPL). It is shown in
the right axis of figure 5.8c. Measured population p− at states of the equilibrium of dim
and bright NVs are plotted in figure 5.8e as triangles (dim NV) and red circles (bright
NV). Population of NV− on bright NV is approximately 8–7 times larger than that of
dim NV under 1–200 µW of illumination power.
Population probability p− under other arbitrary laser power can be calculated by using
relation of population and transition rate shown in equation (2.11). Total transition rate











0− , respectively. Here superscripts “opt” denote that it is a
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optically induced transition rate. Total transition rate of dim and bright NVs measured
by FAM is shown in figure 5.8d. These points are fitted with the following functions:




0− = aP + bP
2, (5.2)






0− = γdark + cP + dP
2, (5.3)
here fitting constants are a = 2.28× 10−5 µs−1 µW−1, b = 1.64× 10−6 µs−1 µW−2, c =
5.42× 10−4 µs−1 µW−1, and d = 2.13× 10−6 µs−1 µW−2. Ionization rate in the dark
condition is already measured as γdark = 2.80× 10−4 µs−1 in the previous section. From
above fitting parameters, γphos0− is written as follows:
γphos0− (P ) = γbright − γdim = γdark + (c− a)P + (d− b)P 2. (5.4)
Fitting results of rates γdim, γbright, and calculated γ
phos
0− are plotted in figure 5.8d as
solid carves. γphos0− is linearly depends on laser power is shown.
Equations (5.2)–(5.4) allow us to calculate charge state population under arbitrary
excitation laser power. By using equation (2.11), population probability of charge-state






























Total transition rate of dim NV (γopt−0 + γ
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arbitrary laser power are calculated by using equation (5.2) and (5.3). One-directional
rates γopt0− and γ
opt



















= 0.12γdim by using equation (2.12) and from the SCM on dim NV (see
figure 5.6b). Finally, γphos0− is obtained by using equation (5.4). Calculation results of p
eq
−
and peq0 are displayed in figure 5.8e. A red solid and black dashed-dotted carve are p
eq
− for
bright and dim NVs, respectively. The calculation is good agreement with measurement
results of charge-state population displayed as red circles and black triangles in the
same figure. A green dotted carve is a calculation of population using γphos0− = γdark in
equation (5.5), means only γdark is taken into account for bright NV in the calculation.
Population peq− rapidly decreases with laser power increases is shown. At 100 µW, p
eq
−
is almost the same as that of dim NV. Admittedly, this fact contradict to the dif-
ference in fluorescence intensity between bright and dim NVs under orange excitation
(e.g. figure 5.1). Thus phosphorus induced ionization rate surely enhanced by optical
illumination with orange laser and it linearly increases with increase of orange-laser
power.
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On the contrary to orange laser, γphos0− is not detectable under green laser excitation.
Figure 5.9 is a measurement result of IPL transition under green laser excitation, after
initialization by orange laser pulse. Dark time between initialization and readout is set
to 100 µs 2. Opposite directions of transition are observed because initial population
(equals to the population under orange laser illumination) of NV− is different between
the bright and dim NVs. From the data fit by single exponential function, transition





green laser illumination is quite smaller than that under orange laser illumination.
2Here the dark time length is shorter than the inverse of transition rate during dark time (1/γdark).
However, this does not affect to the transition rate during green laser excitation. See appendix E
for more information.
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init. read.: 593 nm, P µW
d e
Figure 5.8.: Transition and population of charge state during orange laser excitation. a,
Pulse sequence for the measurement. Measurement is performed on the several laser power (P) of
orange laser with fixed power of initialization by green laser. b, Transition of fluorescence intensity
of dim NV with laser power of 100, 150 and 200 µW. The laser power become weaker, the transition
become slower. IPL decay to the same amplitude regardless of laser power. c, Transition rate of
bright NV show higher transition rate and population depends on laser power. d, Laser power
dependence of transition rate. Difference of rates
(
diff. rates = γbright − γdim = γphos0−
)
is linearly
depends on laser power. e, Calculation and measurement results of charge state population of
dim and bright NVs with arbitrary illumination power of orange laser. Error bars for measurement
results are negligibly small (<1%).
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100 µWinit.: 593 nm
100 µs
Figure 5.9.: Charge-state transition of dim and bright NVs under green laser excitation.
Sign of transition is opposite between two NVs because initial population (= p− during orange
laser excitation) is different. Dark time between green and orange excitation is set to 100 µs.
These are no significant differences in transition rates for bright and dim NVs (0.27± 0.02 and
0.26± 0.01 µs−1, respectively).
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Figure 5.10.: Optically detected magnetic resonance on a dim and bright NVs. a, Energy
diagram of NV− and NV0 which are linked with ionization and recombination rates. Both of NV−
and NV0 have fluorescence in the off-resonance transition. ODMR signal is only detected on NV−
when microwave (mw) resonant to electron. Thus charge-state transition deteriorate ODMR signal
intensity. b, ODMR spectrum taken under 200 µW pumping by orange laser. Signal intensity from
bright NV is 4.18 times larger than that from dim NV with area calculation of each dip.
5.6. ODMR and spin coherence measurements
Different dynamics of the charge state between dim and bright NVs are revealed under
orange laser excitation. The spin signal detection, for example ODMR measurement
also reflect charge state stabilization in its signal intensity. Figure 5.10a is a schematic
illustration of spin state of NV− and NV0 charge state. Two charge state is connected
with transition rate γ−0 and γ0−. The NV0 charge state has spin dependent fluorescence.
If NV resides in NV− and spin resonance by microwave occurs in its ground state,
decrease of IPL is observed. When charge state changed into NV0, decrease of IPL cannot
be seen at spin resonance frequency because NV0 has no spin dependent fluorescence.
Figure 5.10b display ODMR spectra of dim and bright NVs with a 1mT magnetic field
along the [111] direction of the diamond crystal under 200 µW, orange laser illumination.
Dim NV is ionized by orange laser and population probability of NV− (p−) has small
value, 0.12. Detectable spin signal from ODMR should be also suppressed to around 0.12.
On the contrary to dim NV, p− of bright NV is about 6 times lager (0.70/0.12 = 5.83)
than that of dim NV at 200 µW of orange laser illumination (see figure 5.8e). Thus lager
intensity of ODMR signal is detected on bright NV. As a result, ODMR intensity of
bright NV is 4.18 times lager than that of dim NV. Here ODMR intensity is calculated
by the area of ODMR spectra in the figure. The enhancement factor of ODMR intensity
(4.18) is slightly smaller than ratio of charge-state population between dim and bright
NVs. This might be contributed to difference in the dynamics of ODMR; however
the details are unknown because these two NVs are in the exactly same condition of
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quantization axis, laser polarization, and magnetic field intensity, whose miss align cause
inhomogeneities in spectral shape and intensity [112].
Finally spin-coherence time T2 has been measured by Hahn echo technique, because
a long T2 is critical for quantum information and sensing. Figures 5.11a–e are a T2
measurement on bright and dim NVs in h578 sample. Pulse sequence used for this
measurement is shown in figure 5.11a. Initialization by green laser bring spin state to its
initial |0〉e state. The first pi/2 (half pi) pulse set electron state to superposition states
of |0〉e and |−1〉e state according to equation (3.6) (with θ = pi/2):
|Ψ〉 = 1√
2
(|0〉e + |−1〉e) . (5.6)
on this coordinate, state |Ψ〉 start to decehere during time gap between first half pi
and pi pulse (τ/2 in the sequence). This decay of state is called inverse inhomogeneous
broadening; decay constant of FID (T ∗2 ). By applying pi pulse, dephased state can
“refocus” at |Ψ〉 = 1√
2
(|0〉e − |−1〉e). The final half pi pulse is used to project spin state
to fluorescence intensity at ms = 0. Finally spin state is readout by final green laser.
Here T2 is measured as decrease of IPL at readout.
As a result in h578 sample, T2 is varied 16.6–19.8 µs for bright NVs and 2.4–3.1 µs
for dim NVs. T2 of dim NVs in h578 sample has much shorter than that of bright NV.
This may comes from the difference of local environment among two nitrogen-vacancy
centers (NVs). This difference may also affect to the charge state of two NVs.
For h443 sample ([P] = 5× 1015 atoms cm−3), T2 is estimated to be 50± 2 µs is shown
in figure 5.12. In order to compare other diamond layer, investigation on T2 of nitrogen
atom (P1 centers) is considered. In previous report [113], T2 are 1ms and 100 µs for
the P1 concentration of 5× 1015 and 5× 1016 atoms cm−3, respectively. Because the
unpaired electrons localize on both of phosphorus and P1 center, Dependence of the
phosphorus concentration on T2 of NV centers might to be almost the same as that of
the P1 center. However, the measurement results of T2 are shorter than the expected
values on h578 sample. It might be attributed to other impurities or defects [21, 114]. In
other words, if these impurities or defects could be reduced and if 12C could be enriched
(reduce 13C, I = 1/2), T2 in n-type diamond should become comparable to the long
(millisecond order) T2 of high-quality intrinsic 12C-enriched diamond  [100].
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Figure 5.11.: Coherence time of dim and bright NVs. a, Pulse sequence of T2 measurement.
b, Echo signal on bright NV center. T2 is 19.8 µs. c, On dim NV center. T2 is 2.4 µs. d, e,
Spin echoes on other bright and dim NVs show reproducible results. T2 decay is found to fit with
function exp [− (τ/T2)n].
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Figure 5.12.: Coherence time of a single NV in h443 sample. T2 decay is found as 50± 2 µs




. The concentration of phosphorus of this
sample is [P] = 5× 1015 atoms cm−3.
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5.7. Summary
The single NVs in n-type diamond layers show completely different charge state dynam-
ics compared with those in intrinsic diamond. Under dark condition, recombination of
charge state by activated electrons from phosphorus atoms are measured and recombi-
nation rate is determined to 0.28± 0.03 µs. In addition, recombination rate depend on
the laser power, this might comes from the activation of phosphorus atom by optical
illumination. Thanks to this effect, large amplitude of ODMR is observed even under
relatively high, orange laser of 200 µW illumination. The spin coherence time of both
dim and bright NVs are shorter than the expected value; however engineering of impu-
rities other than phosphorus might lengthen the coherence time. Further investigations
are needed to explain the difference behavior among NVs (dim and bright NVs), how-
ever this technique to stabilize charge state is promising to improve fidelity of quantum
manipulation and stability of emitted photons.
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6. Conclusion
In order to meet the requirement for applications of NV− and gain insight of the charge
state dynamics, this study control and investigate charge state of single NVs in two
different platforms.
As for the p-i-n diode, charge state is completely ionized to neutral state (NV0). This
transition is caused by major hole carriers injected from a p-type layer. Consequently
hole recombine occurs at NV site and an electron of NV recombined with hole. It makes
charge state into neutral. Importantly, control is deterministically and NV keep its
charge state longer than 0.45ms after operation. To evaluate whether this method is
hopeful or not, comparison with optical induced charge state switching is performed. As
a result, ionization rate is comparable to optical induced one, 0.7 µs−1. The direction of
charge control on the p-i-n diode is limited to one direction to date. This must be over-
come to perform all-electrical control of charge state for the spin related applications.
However, energy costs for charge state switching is four order of magnitude smaller than
that of optical methods. Furthermore, recombination of charge state can be controlled
by applying reverse bias to the sample, means indeed charge state of NV are modulated
by injected and stored carriers in the i-layer. This imply that it is possible to recharge
NV (control NV0 to NV−) by introducing the highly phosphorous-doped n-type layer
to inject electron into i-layer as majority carriers. This might pave the way to the sta-
bilization and achievement of electroluminescence (EL) detection of negatively charged
state (NV−).
From the studying in the n-type layer, it is shown that the phosphorus doping is
promising technique to stabilize NV− charge state in diamond layer. NV does not
show interconversion of charge state even under optical illumination of orange (593 nm)
laser. It is revealed that recombination of NV occurs during dark condition with rate of
0.28ms−1. Thermally activated elections from phosphorus dopants assist recharging of
single NVs. In addition, this recharging rate can be accelerated by orange laser illumi-
nation. Stabilization of charge state also appears in ODMR indicates that fluorescence
bright NV is surely originated from NV−. Toward qubit operation on n-type diamond,
short T2 of NV must be overcome and it is important to determine what impurities or
defects be decoherence sources in n-type layer. Additional future tasks are to acquire




A. Units and Physical Constants
quantity unit symbol dimension
Magnetic field Tesla T=104G Wbm−2
Photon count (count rate) counts per second cps s−1
Current Ampere A A
Electric dipole moment Debye D or Debye Cm
Excitation laser intensity Watt W J s−1
symbol name value
e elementary charge 1.60× 10−19C
h Planck constant 6.62× 10−34 J s
m0 free electron mass 9.11× 10−31 kg
kB Boltzmann constant 1.38× 10−23 JK−1
µB Bohr magneton 927.4× 10−26 JT−1
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B. Raising time and beam size
























Figure B.1.: Response to pulse input and beam size dependence of fluorescence intensity.
a, Fluorescence response of NV when green laser pulse is input. b, Beam diameter dependence of
fluorescence intensity under orange laser excitation.
Raise time of the laser pulse Raise time of laser pulse is an important factor
to measure charge-state transition in non-single-shot charge-state measurement (SCM).
The raise time depends on electrical response time of acosto-optic modulator (AOM)s,
and avalanche photodiode (APD)s. Especially, incident beam size and power to the AOM
determine the raise time. Anyway, observed response of photoluminescence/fluorescence
intensity (IPL) contains these total effects. Figure B.1 is raising time measurement by
using green laser (532 nm) illumination. IPL is from a single NV excited by the laser.
From this result, raising time of the pulse (the pulse raises from 10 to 90% of the
maximus) is approximately 32 ns. This time is sufficiently faster than the response of
charge state transition induced by current and laser pulses.
Beam size of orange laser and excitation efficiency The beam size of the laser
spot is significantly affects to the excitation efficiency of single defects in a sample.
Figure B.1 is a beam diameter of orange laser and outcome IPL from single NV. The NV
shows maximum fluorescence at beam size of 2mm. In the two-laser confocal microscopic
system, it is important to precisely adjust two laser beam on the same optical axes.
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C. The solution to the rate matrix
of the charge-state transition
The solution to the rate equation (2.9) is given by following steps. A matrix A in
equation (2.9) is a regular matrix, thus it can be diagonalized into a matrix D with an
eigenvector matrix P :






where λ1 and λ2 are the eigenvalues of the matrix A. Here the equation (2.9) can be
simplified with D and y = P−1p(t):












































Deform y into p with p(t) = Py and y(0) = P−1p(0), then p(t) is represented as:






The eigenvalues of the matrix A are λ1 = 0 and λ2 = −(γ−0 + γ0−), respectively.





C. The solution to the rate matrix of the charge-state transition












































From the rate equation (2.9), followings are apparently satisfied.
d
dt
{p−(t) + p0(t)} = −γ−0p−(t) + γ0−p0(t) + γ−0p−(t)− γ0−p0(t) = 0, (C.7a)
d
dt






) ∝ ( γ0−γ−0 ), then ddt( p−p0 ) = 0. This solution corresponds to the case λ1 = 0.






are not steady, the states are approaching by the time constant
(γ−0 + γ0−) in terms of the mode of {p−(t)− p0(t)}.
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Reverse bias voltage VR (V)
a b
Figure D.1.: I-V properties of the p-i-n diamond diode. a, Forward bias voltage dependence
of forward current IF . A solid red curve is fitting by a function IF = I0 {exp (VF /VT )− 1}. b,
Reverse bias voltage dependence of reverse current IR.
I-V properties of the p-i-n diode Figures D.1a,b are I-V curves of the p-i-n diode
when it is forward and reverse biased, respectively. Measurements were performed under
continuous wave (cw) voltage applying. A solid red carve in IF -VF is a fitting by IF =
I0 {exp (VF/VT )− 1}. Saturation current I0 is derived to 0.3± 0.1 µA. Thermal voltage
VT has extraordinary large value of VT = 3.4± 0.1V compared with p-i-n junction
made by other materials (VT = ∼26mV). This is thought to be due to a large junction
resistance of the p-i-n diode.
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Two photon delay τ (ns)
Figure D.2.: Autocorrelation measurement on the single NV in the p-i-n diamond diode.











Figure D.3.: Charge state switching with sin-wave current. Real time-trace of IPL with sin-
wave current injection. Charge state follow current and is continuously modulated.
Autocorrelation measurement on a single NV Figure D.2 is a second-order au-
tocorrelation function (g(2)(τ)) of a single NV in the p-i-n diode. It reveals an anti-
bunching dip of < 0.5 at τ = 0 indicating that the NV center in the main text is indeed
a single one.
Sin-like switching of charge state Charge state population of NVs in p-i-n diode
can be modulated by arbitrary shape of current wave. Figure D.3 is one of the example,








































Figure D.4.: Forward current dependence of delay time. a, Delay time in the IPL measurement
on the p-i-n diode with different forward current IF . Delay time td becomes longer with decrease of
forward current. Laser power is fixed to 0.2mW during the measurement in the panel. b, Forward
current IF and delay time td. Saturation behavior of td can be seen at IF ≥ 0.2mA. A dashed
carve is a fitting by using equation (D.3).
Delay time in the charge-state transition A delay time (td) is observed in the
charge-state switching in the p-i-n diode, for example in figures 4.5–4.6a,b. This delay
time td depends on the amplitude of forward current, is shown in figures D.4a,b. Fig-
ure D.4a is a transition of IPL under IF = 0.05mA and IF = 0.4mA. At a lower current,
charge-state transition begins at td = ∼10 µs after diode is turned on. Under the higher
current (0.4mA), td becomes 2 µs, 5 times shorter than lower current injection. In the
current range from 0.05 to 0.4mA, forward current dependence of delay time is shown
in figure D.4b. From 0.2 to 0.4mA, the delay time show saturation behavior. Transition
rate measurements in the main text is performed within the range.
Modeling delay time This paragraph is about modeling of delay time with consider-
ing transient response of the equivalent circuit of the p-i-n diode and threshold current
for charge state transition.
First, at the simplified situation, p-i-n diode is represented as LR-series circuit under
forward biased [107]. In the LR-series circuit, transient response of forward current













Second, threshold current of charge-state transition (Ith) must be considered. If there
is no threshold, IPL (and charge state) should immediately responses to forward current
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when diode is switched from off- to on-state. However, IPL does not immediately response
















Third, when a p-i-n diode is forward biased, holes from the p-type layer and electrons
from the n-type layer are injected into the i-layer, where the NV resides. Injected carries
are recombined with the finite amount of time. This time is called the carrier lifetime and
mentioned in the main text (See equation (4.6)). It is thought that the recombination
of NV and a hole also requires same order of time because statistics of recombination
at NV discussed in the currently available model takes into account carrier lifetime [24].
Thereby carrier lifetime should be considered in td as toffset.
Finally, a delay time is expressed as follows:






Curve fitting were performed to determine 3 parameters in the function. As a result,
toffset = 1.8± 0.3 µs, τcirc = 3.8± 1.4 µs, and Ith = 43.0± 0.4 µA are obtained. The
fitting results is shown in figure D.4b as a dashed carve. It is good agreement with
measurement results. The offset toffset is close to the carrier lifetime in diamond, 2.3 µs
[105]. Time constant of equivalent circuit τcirc also has same order of magnitude as a
time response of electroluminescence (EL) mentioned in the next paragraph. If above
assumption is reasonable, threshold current exists in charge state transition and it might




























Figure D.5.: Time resolved measurement of electroluminescence from a single NV. a Elec-
troluminescence (EL) under 2mA current injection is resolved by the fluorescence averaging mea-
surement. The on-state transition is fitted by a single exponential function with time constant
of 3.03 µs. b, EL from a single NV (or from i-layer) appears in the measurement of fluorescence
averaging measurement (IF = 0.5mA). No delay time exists in time resolved measurement of EL.
Time resolved measurement of electroluminescence from a single NV or/and
i-layer Time-resolved averaging measurement of electroluminescence intensity (IEL)
from single NV or/and i-layer has been performed. In the experimental condition, the
origin of EL could not be identified because much larger amount of current (IF > 4mA),
which can destroy the sample, is required to distinguish either fluorescence comes from
an NV or diamond layer, or from both of them. Figure D.5a is a EL of a single NV
under 2-mA current injection. The exponential transient response has been seen on
the result. The time constant of transition is 3.03 µs. Figure D.5b is a EL appears in
the fluorescence averaging measurement (FAM) in the main text, under 0.5mA current
injection. It is difficult to fit the result because of inadequate fluorescence intensity
(IEL ' 1 kcps).
Interestingly, differing from IPL in charge state transition, IEL immediately response
to switching of the diode, without delay time. It implies that different mechanism of
carrier dynamics are involving in EL and charge state transition in p-i-n diode.
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laser: 532 nm, 100 µW 
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init.: 532 nm, 
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Figure E.1.: Raster scan image and single-shot charge-state measurement on an n-layer
(h443). a, Scan image was taken under 532 nm, 100 µW excitation. Four single NVs are shown
in this image. Scale bar, 1 µm. b, A result of single-shot charge-state measurement on a NV in
h443 sample. All measured NVs in h443 are completely populated into NV−.
Raster scan imaging and single-shot charge state detection on h443 sample
Fluorescence dynamics of single NVs in h443 sample is not shown in the main text
because enough number of experiments cannot be performed on the sample. Figure E.1a
is a raster scan image of h443 sample ([P] = 5× 1015 cm−3, see table 5.1) under 532 nm,
100 µW excitation. Bright spots are single NV center in a n-type layer. Distribution
of NVs in the layer and fluorescence intensity of these NVs are almost same as intrinsic
diamond (see figure 3.1b). However, a large difference appears in results of SCM as
well as h578 sample. Figure E.1b is a result of SCM in h443 sample. All measured
NVs (seven NVs) in the sample seems completely populated into NV− charge state.
After these measurements were carried out, 15N ions are additionally implanted (10 keV,
600 ◦C) in the shallow region of h443 sample. Another isotope of nitrogen is used to
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E. Additional data for n-type diamond layers
distinguish shallow NVs from deeply implanted one (consists of 14N) by means of spin
resonance spectroscopy. Shallow NVs are easily ionized to NV− but phosphorus might
be able to prevent ionization. Stable NV− at shallower region of the bulk is important
because they can sense small magnetic species at the outer of diamond [116–118].
Unfortunately, ion implantation of 15N dramatically changed the charge state popu-
lation of NVs in this sample because created defects probably compensated the electron
carriers. As a result, only 2 of 16 NVs were pure negatively charged. Due to above
situations of a h443 sample, investigations on this sample were halted and experiments








































Two photon delay τ (ns)
a
b
bright NV, λexc = 532 nm dim NV, λexc = 532 nm
bright NV, λexc = 593 nm dim NV, λexc = 593 nm
Figure E.2.: Autocorrelation measurement on the dim and bright NVs in an n-layer (h578).
Second order autocorrelation measurements on bright (panel a) and dim NV (panel b) under 500 µW
of green and orange excitation.
Autocorrelation measurement on the dim and bright NVs in an n-layer Fig-
ures E.2a,b are the g(2)(τ) for bright and dim NVs in h578 n-type diamond layer under
88
green and orange laser excitation (500 µW). First the g(2)(τ) of two NVs are below 0.5
at τ = 0 indicating two NVs are single photon emitter. Second background fluorescence
(g(2)(τ) at t = 0) from both NVs are low. This fact that the background fluorescence
of n-type layer is the same as that of intrinsic diamond. There are no significant dif-
ferences in two NVs even different laser power. Thus it is difficult to discuss difference
of dynamics from the measurement. However under lower power excitation, there are
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Figure E.3.: Transition rate during orange laser pulse and dark time, in figure 5.7a. a,
Transition of IPL at orange laser pulse (P = 230 µW) after dark time tdark = 10ms. b, Dark time
dependence of transition rate of IPL. Results are obtained by fitting in the panel a with various
dark time.
Dark time and transition rate during orange excitation This explains that the
dark time between initialization and readout pulse does not affect to transition rate dur-
ing readout pulse. Figures E.3a,b are carve fitting results to pulses in the measurement
for charge-state transition rate in the main text, figure E.2 (λexc = 593 nm, P = 230 µW).
Single exponential decay of IPL is observed in every pulse. Figure E.3b is dark time de-
pendence of a transition rate obtained by a single exponential fitting in figure 5.7. The
average rate (solid line in figure, γ = 0.247 µs−1) covers all data points include each
error bar. To check average rate is reasonable or not, substitute P = 230 µW to equa-
tion (5.3), then calculate rate. Rate γbright = 0.237 µs−1 is obtained as a result. This
value is almost same as average value of transition rates in figure E.3b.
Also in the rate measurement during excitation (figures 5.8b–c), transition rate during
orange laser excitation do not depend on the dark time. Figures E.4a is a pulse sequence.
During orange laser excitation (P = 100 µW), transitions of IPL are measured on tdark =
0.1 and 10ms are shown in figure E.4b,c, respectively. There are no significant differences
in the rate.
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tdark = 0.1 ms












tdark = 10 ms




init. read.: 593 nm, 100 µW
Figure E.4.: Transition rate during orange laser pulse and dark time, in figures 5.8a–d. a,
Pulse sequence for the measurement. b, For tdark = 0.1ms c, For tdark = 10ms.
Comparison of charge recovering during dark between dim and bright NV
Figures E.5a–b is a comparison of recovery of p− during dark condition between dim
and bright NVs. With pulse sequence shown in figure E.5a, bright NV show recovery
of p− during dark time (figure E.5b) as mentioned in the main text. On the contrary






















init.: 593 nm read.: 593 nm
c
dark time tdark
Figure E.5.: Charge state recovering during dark time. a, A typical measurement sequence to
measure charge state recovery during the dark time tdark. b, Fluorescence intensity IPL of a bright
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